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This document is a porting guide of TFS4 developed by Embedded Storage team, Memory 
Division, Samsung Electronics. It describes TFS4 porting procedure to user’s target 


platform and OS. 


Purpose 


This document helps engineers of Samsung Electronics or other companies, who use TFS4 
as an embedded file system. You can understand the way TFS4 is ported in your target 
system, and follow the porting procedure easily with this document. 


Scope 


This document covers an overview, system requirements, source directory structure, and 
the detailed porting procedure of TFS4. It also describes TFS4 test case to find if TFS4 is 


correctly running after porting. 


Definitions and Acronyms 


Definitions and Acronyms 


Description 


BPB Bios Parameter Block 

Block Erase unit of the NAND flash memory 
BML Block Management Layer 

Cluster Read/write unit of the filesystem 

EOC End Of Cluster 

FAL File system Abstraction Layer 

FAT File Allocation Table 


File System 


General file system that provides total file system service 


Filesystem 


Specific filesystem such as FAT, EXT2, and NTFS 


FTL (Flash Translation 


A software module which maps logical addresses to physical 


Layer) addresses when accessing flash memory 

Initial bad block Invalid blocks on arrival from the manufacturers 
Interleaving Parallel data I/O from different devices 

KFAT A new type of filesystem that is used for TFS4 
LBA Logical Block Addressing 

LLD Low Level Device Driver 

MMC Multimedia Card 

HSMMC High Speed Multimedia Card 
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NAND flash controller Controller for the NAND flash memory 

NAND flash device Device that contains NAND flash memory or NAND flash 
controller. 

NAND flash memory NAND-type flash memory 

Page Read/write unit of the NAND flash memory 

Sector Unit of the physical I/O 

STL Sector Translation Layer 

TFS Transactional File System 

XSR eXtended Sector Remapper 

MBCS Multi Byte Character Set, (SBCS + DBCS) 

DBCS Double Byte Character Set 

SBCS Single Byte Character Set 


Related Documents 


- Microsoft Extensible Firmware Initiative FAT32 File System Specification, Microsoft 


Corporation, Version 1.03, December 6, 2000 


- Long Filename Specification, Microsoft Corporation, Version 0.5, December 4, 1992 
- SEC Memory Division, XSR v1.5.0 Part 1. Sector Translation Layer Programmer’s 


Guide, Samsung Electronics, Co., LTD, DEC-09-2004 


SEC Memory Division, XSR v1.5.0 Part 2. Block Management Layer Programmer’s 


Guide, Samsung Electronics, Co., LTD, DEC-09-2004 


- SEC Memory Division, XSR v1.5.0 Porting Guide, Samsung Electronics, Co., LTD, 


DEC-09-2004 
History 
Version Date Comment Author Approve 
0.1 2005.12.06 Pre-released version Embedded 
Storage System 

0.2 2004.04.02 Reviewed by OS Solution | Sun Mee Kwak 

Lab. 
1.0 2004.04.12 1.0 Release version Sun Mee Kwak Kyung il 

Bang 

1.2.0 2004-07-28 For TFS4 1.2 DongYoung Seo 
1.2.0_patchO01 | 2004-11-05 Modify memory usage for | DongYoung Seo 

TFS4 1.2_patch001 
1.3.0 2005-02-24 Re-write for TFS4 v1.3 DongYoung Seo 
1.4.0 2005-03-28 Initial document for v1.4 DongYoung Seo 
1.4.0a 2005-08-12 Modify for XSR v1.4.0 DongYoung Seo 
v1.4.1_build001 | 2005-10-12 Add Fast Unlink and Fast | DongYoung Seo 

Seek description 
v1.5.0_build001 | 2005-11-09 Initial document for v1.5.0 | DongYoung Seo 
v1.5.0 2006-01-23 Review MoonSang Kwon 


TFS4 v1.5.0 Porting Guide 4 


SAMSUNG OFGIT. ul 


Contents 

1. TES4 Introduction 10 
1.1. TRFS4 Overview 10 
1.2. TFS4 System Architecture 11 
1.3. TFS4 Features 13 
2. System Requirements 14 
2.1. Host 14 
2.2. Target 14 
3. Description of Source Files 17 
3.1. TFS4 Directory Structure and Descriptions 17 
3.2. XSR Directory Structure and Descriptions 20 

3.3. Directory Structure and Descriptions of MMC (or HSMMC) Host Device Driver 

22 

4. TFS4 Porting Procedure 23 
4.1. TFS4 Library Build 24 
4.1.1. TFS4 Configuration 24 
4.1.2. TFS4 Library Build 34 
4.2. TFS4 Porting to the Target OS 45 
4.2.1. XSR Porting 47 
4.2.2. MMC(or HSMMC) Host Device Driver Development 47 
4.2.3. Bad Sector Manager 50 
4.2.4. Common IOCTLs 51 
4.2.5. TFS4 Porting 51 
4.3. Build with Target OS 719 
4.4. Download to Target Device 91 
5. TFS4 Test Process 97 
5.1. XSR Test 98 
5.2. MMC (or HSMMC) test 98 
5.3. TFS4 test 99 
5.3.1. Initialize TFS4 105 
5.3.2. Register a physical device 105 
5.3.3. Perform fdisk 106 
5.3.4. Format a volume 108 
5.3.5. Mount a volume 109 
5.3.6. Case test & Stress test 110 
Appendix 113 
I. About FAT 114 
II. MMC (or HSMMC) Host Device Driver APIs 120 
mmc_init_driver 121 
mmc_is_ready 122 
mmc_read 123 
mmc_write 124 
mmc_get_stat 125 
Il. Data Structures 126 
IV. Library Functions 128 
V. Header Files 129 


TFS4 v1.5.0 Porting Guide 5 


SAMSUNG OvGIT. ul 


VI. Error Codes 130 
VU. About TFS4 Integration Test Shell 131 
VII. Code Pages 134 
Glossary 139 
Index 140 


TFS4 v1.5.0 Porting Guide 6 


SAMSUNG O0GIT/! 


Pia wh liwilad 


Figures 


Figure 1-1. TFS4 System Architecture occ ee cesecesecseececesee cee coeeeaeeeeeeeeeeeeseeeeeeenaeeaees 11 
Figure 3-1. TFS4 Directory Structure... eee ceeeceesecsseeeceseeseeeceseceeesecseesecsaeeeseaesaeeeeeneeeees 17 
Figure 3-2. TFS4 Project Files at REINDEER_PLUS_ADS12...00 eee eeceeeeeeeeeeeeneeees 19 
Figure 3-3. TFS4 Project Files at ADS1_ 2... eeeseeceseceeeeeceeeceeeeeeaeceeeseceesaeeseeneeeees 19 
Figure 3-4. XSR Directory Structure... ee eecesesesessceseceeesecsseeecaecatesecaeeseceaeeessacaeeeeeaesaees 20 
Figure 3-5 MMC Device Driver Source Directory .........ceceeseeccesecssesecneeeeceseeneeaesaeeneeneeeees 22 
Figure 4-1. TFS4 Porting Procedure... eeeseesecsessecsseesceseeseeeceseceeesecseesecsaeeeeeaeeateaseneeeees 23 
Figure 4-2. tfs4_comfig base. 00... eseesesescesesesesessessseerencusecosenensesseeneneneneesesenerssssneneres 25 
Figure 4-3: tfs4 config: Base. B sic ..cts:siceshessesoesd gehbesech teed schscteaestead gediivvei deustiobucteeen etnies 25 
Figure 4-4. tfs4ccomfig Comst.Dsc.ccsccccisceksesesscescescsussacesecuacsdcosstauscscueesibisesssclessesssbicnsantnastnes 28 
Figure 4-52 tis4. Comte sccisctescss eiecsdtedactvee dass sseideterd aac scldsbeas hes skis veer denstaohudenaatee 32 
Figure 4-6. Source files for TFS4 Library .0..... ee eceseeeceseeeceseceeeeecneeeeceaeeeesaeeaeeseenereeesaees 35 
Figure 4-7. ADS v1.2 Initial Screen wo... cece ceeeeeeeeeeeeceeeeeeceseceaeesaecnecaesaecaeeneeeas 36 
Figure 4-8. Debug Settings for ARM Assembler on ADS V1.2... cceeeseecceeeeneeeeeneeeeeeees 41 
Figure 4-9. Debug Settings for ARM C Compiler on ADS V1.2... eee ceeeceeeeeeeeeeeeeeeees 41 
Figure 4-10. Debug Settings for ARM C++ Compiler on ADS V1.2 oe. eeeeeeeeeeneeeees 42 
Figure 4-11. Release Settings for ARM Assembler on ADS V1.2... ce eeceeeeeeeeeereeeeeeeeeees 42 
Figure 4-12. Release Settings for ARM C Compiler on ADS V1.2 woo. eeeeeeeeeeereeteeneeeees 43 
Figure 4-13. Release Settings for ARM C++ Compiler on ADS V1.2... cieeeeeeeeeeeeeeees 43 
Figure 4-14. Set Access: Paths... ...5c..sca betas done Aiea 44 
Figure 4-15. TFS4 Porting for Target OS... ceceeeeeseeeeseceeeeeceeeeceeeeesacsaeeeeaeeaeeneeneeeees 45 
Figure 4-16. MMC(or HSMMC) Host Device Driver Path...........cccesceesseeseeeseeeeeeeeeeeeeeeees 47 
Figure 4-17. The Source File List of Sample MMC(or HSMMC) Host Device Driver .....47 
Figure 4-18 Deploying Bad Sector Manager an... eee eeceeceesceeseeeecesecesecesecsseeaecsaeesseeaeeeas 50 
Figure 4-19. Directory Path of tfs4_meMory.c.....e ec ceesecseescsseceeeeecnereeceaeceeeeecaeeseeeteeeeaees 53 
Figure 4-20. tfs4_memory.c ......ccccecesescsseeeceseeseesecseesecneeeeesaeeecaecaseeecneeseceaeeeceaecaeeaesaeeaeens 54 
Figure 4-21. Define a Memory Pool Name in tfs4_memory.D oo... eee eeeceeeecneeeeeneeeeeeees 60 
Figure 4-22. Define a tfs¢4_memory_alloc in tfs4_config_comnst.h.........ceeeeeseeeceeeeeeeeeeeees 60 
Figure 4-23. tfs4_semaphore.c........cceceecesccssescssecseeeeceeeeeceaeeeessecaeesecseeseceesnaseeeeaeeeeeaesaeeaeens 63 
Figure 4-24. tf84_errn0.€ 0... ceeeceecescsseeecsecsceecneeeeceaeeecsaecaeesecnesseeeeenevscesaeceesaesaeeaeenereeeaees 69 
PIS ute: 4-25. TESA TY C5 ose eccncsscusceudcossaazeststescaiscesecentslaunessesagesetadesnesnccenvesoveusieichesseeetecenctiones 70 
Figure: 4-26: 1184 Tn Goa scenes ea sctitp choses asiase) ota seth cassaies skpuseubvarehersorasesehestesGteyepehbvaeeosevtts 72 
Figure 4-27. Data Format of Date and Time... cece ee eccesecsseeeeseceeeecseeecsaeeeeeaeeaeeseeneeeees 73 
Figure 4-28. tfs4_pdev_nand_xsr.h - common NAND and XSR configuration................ 74 
Figure 4-29 STL and BML configuration... .cceceeeesseesceecsseeeeeseceeesecseeeeceaeeeeeaesaeeseeneeeees 75 
Figure 4-30. MMC(or HSMMC) Host Device Driver File List.............ececeeeseeeseeereeeeetees 80 
Figure 4-31. Reindeer_Plus_With_TFS4.mcp.............cesceescssseesseeeeeeeeeeeceeeceeeeeeeseeeeenseensees 81 
Figure 4-32. Directory Path of TFS4-related Project Files ....... ce ceeeeseesceseeeeeeeeeeeseeneeeees 82 
Figure 4-33. Debug Settings for ARM Assembler on ADS V1.2... ee eeceeeeseeeeeeeereeneeeenees 87 
Figure 4-34. Debug Settings for ARM C Compiler on ADS V1.2... eee eieeeeeeseeeeeneteeeeeee 87 
Figure 4-35. Debug Settings for ARM C++ Compiler on ADS V1.2 wo. eeeeeneeeeeeeees 88 
Figure 4-36. Release Settings for ARM Assembler on ADS V1.2... .eeeeeeeeeeeeeeeneteeeeeees 88 
Figure 4-37. Release Settings for ARM C Compiler on ADS V1.2 woo. eeeeeeeseeeeneeeeeeeees 89 
Figure 4-38. Release Settings for ARM C++ Compiler on ADS V1.2... cececeeeeeeeeeeeeees 89 
Figure 4-39. Include: Access Paths ssc. sciscciicsscsssece sess ietehseesckeduicestbeseeseaslacdecubeseasesscessscnees sts 90 
Figure 4-40. Execute AXD Debugger of ADS V1.2 oo. eieeeeeeceeceeeceteeeeeeeeeeceeeeeeeeneteeeeaees 91 
Fisure:4-41. Initializea target...2.ccccssecdeaidvaseseieck eehs toca eesunsdstegsbbescas cbs dae dechbesuesessevbeesses dae 92 
Figure 4-42. Press Load Image Button 0.0... cceeeeeecseesceseceesecseeeeesecseeeecsaeeneeaesaeeaeeneeeees 93 
Figure 4-43. Search the Image Being Loaded... cee ceeeceeseeeceeceeeeceseceeeeeeneeeeeaeeeseaeeaees 94 


TFS4 v1.5.0 Porting Guide 7 


SAMSUNG OUGHT. 


t 
Pia wh lawilad 


Figure'4-44.. oad the Images, siis.aivieiiis niacin teaches nesta tey deed boas 95 
Figure 4-45. Find the Starting Point of the Image ..0....... eee eceeeseeeceeeeeeeeeceeeeeeaeeaeeseeneeeees 96 
Figure 5-1. TES4 Test Process sisi: ities ei ti aah ue Lean deee 97 
Figure 5-2; THS4 Test Sequence... sicccididiesacciti ti ipielnnscie bd beeen cdots 99 
Figure:5=3. UART Options. sia a sls eA ee 100 
Figure 5-4. Execute a Terminal Program for Test ..........ccscsssscseeecsseeeceseceeesesseeeeeseeneeaes 101 
Figure 5-5, Running TRSA si oo csscfa coi cess ices sih ec cscaedidlasantatedeagovecnsonhos esuuvieascatenabeasedoeascnuseokoaey 102 
Figtire 5-6. TESA Vest SHOW ceccgsssse. 5 sceciscaseserccsessvessaavsccsosctsugesaceucessceongqnsdencssvecsseaiesvessesd 103 
Figure 5-7. Perform BML_format .........cceeccesecseseecsseeeceseeeeesecaeesecnaeecsaeceesaceaeeaeeaeeneeats 104 
Figure 5-8. Perform tfs4_init 00... cee ceceeccssecseesecseeeeceeeecaeceeesecseeseenaeeeceaeceeseecaeeateaeeneeats 105 
Figure 5-9. Perform tfs4_fdisk....... ees ecessseescssecseeeeceessecsaeeeeesecseesecsaeecsaecaesaeeaeeseeneeneeats 107 
Figure 5-10. fdisk Commands ...0.......cseeeeecssecesecseeecseeeceaeeeesecaeesecnaesecsaecaeeaecaeeseenaeeneegs 107 
Figure 5-11. See the Created Partition... cece ese cseeeeeeeeeeeeeeseeeeeeseseseseseesseeaeenaes 108 
Figure 5-12. Perform tfs4_format....... cc eeeccseeecseeeeceseeeceseeeeesecseesecsaeeecsaseaesaeeaeeeeenaeeneegs 108 
Figure 5-13. Perform tfs4_ Mount .0...... eee eeecessecseeeeceseeecaeeeeesecaeesecnaeeecsaeceeeaeeaeeseenaeeneeas 109 
Figure 5-14. Perform a Case Test... .ecccessscsssecseeeeceseeeeesecaeeseceeeseeaesnesseenaeeesaecateaeeaeeats 111 
Figure 5-15. Perform a Stress Test ........ccecescsssecesecscesecseeeeceecseeseesaeeeeaecasesecaeeseeneeenseaeees 112 
Figure 5-16. Contents of Appendix... cceeceeeesseeeceseeeeesecseesecneesecsaeeecsaecasesesseeseeneeeneeas 113 
Figure 5-17. The Organization of FAT filesystem on Volume...........eeeeeeesecseeeeceeeeeeeee 114 
Figure 5-18. Boot Sector Structure ....... ce eceeesccsseceeeeecseeeeesecseesecneesecsaeeeceaecatesecaeeaeeneeeneeas 115 
Pigure:S-19.. BPB Structure :......32.sectetsessstencpstscsaassabtencsceesegoe subevecesesceacnbuadeegecotesepsbenshedeeste 116 
Figure 5-20. Cluster chain on FAT... ceeecsesecseeeeceseeeeesecaeesecseesecsaeeeeaesaeeeeaeeateaeeaeeats 118 
Figure 5-21. Cluster chain of the File.txt file... cee eee eeecseeseceeeeecsseeeeeecsaeeeceaeeeeeeeeaeeats 118 
Figure 5-22. Short Directory Entry Structure 0... ceeeceeeeeeeeeeeeeeeeeeeeeeeseesseesaes 119 
Figure 5-23. Long Directory Entry Structure 00... eee cee cseecseeeeeeeeeeeeeeeeeeeeenseenseenaes 119 
Figure 5-24. Directory Path of tfs4_integration_test.c 0... eeeeeeeeeceseeeeeseceeeeeseeneeeee 131 
Figure’ 5-25; Test Shell Screens ss cscissscceciscasesiessdevhacsbas cdnest Lesa te tedonssanensneb an cuviaehesbuceededeaeasass 132 


TFS4 v1.5.0 Porting Guide 8 


SAMSUNG O0GIT/! 


Pia wh laiwilad 


Tables 


Table 1. Host System Requirements ............ccecesesssesecseesecsseeeceseceessecaeesecneeeeesaeeeeeaesneeseeneees 14 
Table 2. Target System Requirement ..0........ cece eeeeeeeeeeeeceeeeeeeeesecaecsaecseecaeesseeeeeeeeeeseeeas 14 
Table 3. Description of TFS4 Directory Structure... ee eceseeseesecneeeecneeeecsaeeeeeseeaeeeeeneens 18 
Table 4. Description of TFS4 Project Files 0.0... cece ceesceseeeceseceeesecaceseceeeeesaeeeeeaeeneeseeneees 19 
Table 5. Description of XSR Directories ..........ccecesecseeeeeseeeceseeeeesecaceseceeeecsaeeeeeaeeaeeeeeneees 20 
Table 6. MMC(or HSMMC) APIS........... ec ssesessseesesecseesreseeenensecesesecacessenevsnesaeneeneconeseeneees 48 
Table 7. Data Structure of MMC(or HSMMC) Host Device Driver ...........c:ccccccceseesseeeeees 48 
Table 8. Data Structure Description of MMC(or HSMMC) Host Device Driver............... 49 
Table 9. Sample MMC(or HSMMC) Host Device Driver for ReindeerPlus...............0..0: 49 
Table 10 Bad Sector Manager APIs and Macro .000.... eee eeeeceeesceeeceseeeseceaecssecaeesaeeeneeeeeees 51 
Table 11. TFS4 Source Files Being Ported to Target ........ eee eeeeceeceseceeceeecneeeeeeeeeeeeees 51 
Table 12. Memory-related Implementation Guideline 00.0.0... eee eee eeseceee cece eeeeeeeeeeees 55 
Table 13. Implemented Memory-related Sources on Nucleus... cece esse eeeeseeereeeeeeee 55 
Table 14. Description of Sample Source Codes .0...... ce eceeeseseesecsseeecneeeeceaeeeeesecaeeseeeeeeeeaees 58 
Table 15. Semaphore Implementation Guideline 0.0.0.0... eee cece cee cseeceeeeeeeeeeseeeeeeeeeee 63 
Table 16. type definition OS-Defined Variable... ee eeeceseccsesecseeeecneeeecsaeeeeeaeeaeeseeneeas 64 
Table 17. Typedef OS-Defined Argument... .eeeeeceseceseeecseeescneeeeesaeeeeesecaeeseeneeaeeseeneees 64 
Table 18. Necessary Physical Device Interface for TFS4.......... cc ceseeeeeeeeeseeeeeeeeeeeneees 77 
Table 19. Implemented Functions for MMC(or HSMMC) Host Device Driver ................ 77 
Table 20. Configurable File List of TFS4........ ce eeeeccssecseesecneeseesecaeeseeeeeeeaeeeeeaesaeeeeeneees 719 
Table 21. Configurable File List of XSR.... ee ceeeeeseecsscsseeeceseceeesecaeeseceeeeecsaeeeeeaeeaeeaeeneees 719 
‘Fable:22.. TES4 Library & Sources: .:.:..00. chica ee a eee 80 
‘Fable24..Data Ty pesiot TESA. sistas desiietediesnt davithehaci sien ntuniie leiden 126 
Table: 25; Brror Codes Last. cssicesisssceicsejeceleccssavesinseosssscesss. suns ehatenctauresunsqutesuceiceepetaleacsaedess 130 
Table 26. Stack and Heap SiZe...............::ccsccsssesssessesseeseevsoessnereerssesesssosssonseseensseessessseseseness 131 
Table 27. Test Shell Command... cece cceecesecssecseeceecseeeseeeeesaaeeneeeeeeeeeeeeeeeeeeseenseenaes 132 


TFS4 v1.5.0 Porting Guide 9 


SAMSUNG OGIT. ul 


1. TFS4 Introduction 


TFS4 (Transactional File System 4) is an embedded file system to use the NAND flash 
memory in the most stable and effective way. This chapter introduces TFS4 briefly. The 
TFS4 overview, software architecture, and features are explained in this chapter. 


1.1. TFS4 Overview 


TFS4 is an embedded flash file system to use NAND flash memory as storage on any 
consumer electronic devices. It provides file system services to application and operating 
system. 


TFS4 overcomes the existing FAT weakness over the power off recovery, and is fast 
recovered even if the power is suddenly lost. It is fully compatible with FAT file system 
that has been used in most operating systems and so multimedia data stored in NAND 
flash memory can be detected by any other systems. 


TFS4 has basic functionality as traditional file system that organizes directories and files in 
storage devices like hard disk drive or flash memory. Additionally, TFS4 has other 
features for managing data on a specific storage device, NAND flash memory, MMC 
(Multimedia Card) and HSMMC (High Speed Multimedia Card). 


TFS4 is composed of several components. The following lists the TFS4 components. 


File system abstraction layer 
FAT filesystem 

Buffer Cache Manager 
Physical Block Device Driver 


OOoOgo 


TFS4 can use NAND and MMC (or HSMMC) simultaneously and is compatible with FAT 
filesystem. The existing FAT filesystem has weakness of power off recovery. But TFS4 is 
well designed in consideration of it, and supports fast recovery when the power is suddenly 
off. TFS4 guarantees the integrity of meta-data of FAT filesystem. For higher portability 
and easier maintenance, TFS4 has the layered architecture. 
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1.2. TFS4 System Architecture 


As mentioned above, TFS4 has several components. TFS4 is deployed between 
applications and hardware such as NAND flash memory or MMC (or HSMMC) host drive. 
It works in conjunction with an existing operating system or in some embedded 
applications as the operating system. 


Figure | shows the system architecture of TFS4. 


Applications 


Filesystem Abstraction Layer 


KFAT Filesystem 


Log/Recovery Manager 


Buffer Cache Manager 


Physical Device Driver Interface 


Physical Device Driver 


MMC Host 
Device Driver 
NAND flash MMC 


Figure 1-1. TFS4 System Architecture 


There are three parts in the above figure. The first is an application at the top of the figure. 
The second is TFS4 in the middle. The third is a physical device driver and hardware at the 
bottom of the figure. 
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TFS4 consists of four modules: File system abstraction layer, KFAT Filesystem, Buffer 
Cache Manager, and Physical Device Driver Interface. 


Application requests filesystem services to file system abstraction layer by using TFS4 
APIs. File system abstraction layer receives the requests from application and forwards 
them to the underlying KFAT filesystem. Then, KFAT filesystem handles the requests 
with real filesystem operation. 


Block device drivers abstract the underlying hardware storage. The storage may be NAND 
flash and/or MMC (or HSMMC). To use those devices, some kinds of device drivers are 
needed between the block device driver and storage. The device drivers are XSR and 
MMC (or HSMMC) host device driver; XSR is a kind of FTL (Flash Transaction Layer) 
commonly used to manage data on NAND flash. 


The following describes the features of each TFS4 component. 


Ol File system Abstraction Layer 
File system Abstraction Layer (FAL) is the entry point to the TFS4 File system. It handles 
all system calls related to the filesystem. It provides a common interface to several kinds 
of filesystems. Applications may use system calls or other kind of IPC (inter process 
communication) methods if the TFS4 system operates as a single task to communicate 
with the file system abstraction layer 


O KFAT Filesystem 
KFAT provides the real filesystem operations. TFS4 supports FAT16/32 compatible 
filesystem. 


O Buffer Cache Manager 
It is a block buffer cache manager for fast I/O with a block device. It’s laid on main 
memory. 


Ol Physical Device Driver Interface 
Physical device driver interface provides TFS4 with an interface to use a physical device 
driver; it can be a XSR or MMC (or HSMMC) host device driver. The physical device 
driver interface should be changed to the physical device driver. 


To use TFS4, your target system should use NAND flash as a storage device. MMC (or 
HSMMC) also can be used, but it is optional. 
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1.3. TFS4 Features 


The following describes the main benefits and features of TFS4. 


OOO OF OOO O8O OO 


It supports FAT16/32 filesystem that are commonly used in many systems. 

It supports a long file name. File name can be up to 255 characters and directory name 
can be up to 243 characters (in Unicode). 

It performs fast power-off recovery. 

It guarantees meta-data integrity of filesystem; meta-data consists of FAT information 
and directory information. 

It supports both internal and external storage devices. 

The internal storage device can have up to four partitions. 

It can make up to four partitions on the external storage device. And it recognize up to 
twenty partitions of the external storage device. 

It supports multiple volumes. The default number of volumes is eight and it is 
configurable up to twenty six. 

It runs stably when the external storage device is suddenly inserted or ejected. 

It supports only an absolute path. Current version does not support a relative path. 

New filesystem features can be added easily, because TFS4 is designed to have virtual 
file system architecture. 
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System Requirements 


Zils 


2.2. 


This chapter explains the host/target system environment for porting TFS4 to your target 
system. Host is a development environment. You build the TFS4 image at the host. 

Target can be any kind of consumer device using NAND flash memory and MMC (or 
HSMMC). MMC (or HSMMC) device may not be used for your target, but NAND should 
be used for TFS4. 


Host 


The following table shows the host system requirements for configuring and building 
TFS4. 


Table 1. Host System Requirements 


Host Machine PC 
Host OS Any OS is available. 
IDE & Compiler Any ANSI C/C++ compiler is available. 


- ADS v1.2 is used to show TFS4 porting in this document. 


Source Disk Space About 5 MB 


Target 


TFS4 can be ported to any target, which uses NAND/OneNAND flash memory or MMC 
(or HSMMC) as a storage. TFS4 has an OS dependent module, which should be ported by 
the target system designer. 


This section specifies the target environment to which TFS4 can be ported. The following 
table shows the target system requirements. 


Table 2. Target System Requirements 


Target Any kind of target device is available. 
- ReindeerPlus is used in this document as a sample target. 
RTOS Any kind of RTOS is available. 
- Nucleus is used in this document as a sample OS. 
Memory -Heap: About 230KB. This value is changeable depending on 
configuration and NAND size 
-Stack: Maximum 5 KB 
Binary Size About 250KB (Code + Data) 


To show a porting example, we describe the porting details about the procedures that the 
system designer should follow when he ports TFS4 to the ‘ReindeerPlus’ with Nucleus 
RTOS. ReindeerPlus is a Samsung’s proprietary embedded system development platform 
which is compatible with $3C2410 board. 
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This is the hardware information of sample target, ReindeerPlus. 


CPU ARM920T core 

Memory SDRAM: 64M-byte (32M-byte x 2) 

UART Three-channel UART (including IrDA) 

MMC SD host (MMC) interface 

Interrupt EINT interface for MMC In/Out 

NAND It is variable to your target. For ReindeerPlus, A few types of 
NAND can be used together. The NAND used for test is 
KFG1G16Q2M (OneNAND.) 


Nucleus RTOS is from Accelerated Technology. For fore information, refer the homepage 
of Accelerated Technology (http://www.acceleratedtechnology.com). 


Embedded system has the limited resources. Thus, when you port TFS4 to your target, you 
have to figure out the TFS4 memory usage. 


< TFS4 Static Memory Usage > 
TFS4 uses memory that is allocated when TFS4 library is linked. The following lists the 
TFS4 static memory usage. 


Buffer cache = TFS4_CACHE_COUNT * TFS4_SECTOR_SIZE 

Read ahead cache= TFS4_BCACHE_ READ _AHEAD_COUNT*TFS4_SECTOR_SIZE 
FAT cache = TFS4_FS_FAT_CACHE_SIZE * TFS4_SECTOR_SIZE 

Path cache = TFS4_PATH_CACHE_COUNT * 756 

File table = TFS4_FILE_MAX * 728 


Directory table =TFS4_MAX_DIR_OPEN * 520 

File open table = TFS4_FILE_OPEN_MAX * 28 

Volume table = TFS4_VOLUME_COUNT * 2,320 

Etc = 130,510 (for code page and global variables etc.) 


Total static memory usage (Byte) = [Buffer cache] + [Read ahead cache] + [FAT cache] + 
[Path Cache] + [File Table] + [Directory table] + [File open table] + [Volume Table] + 
[Etc] 


If you specify the configuration in the tfs4_config.h or tfs4_config_const.h file as follows, 
total amount of TFS4 static memory usage is about 238Kbytes. 


#define TFS4_CACHE_COUNT 128 
#define TFS4_BCACHE_READ_AHEAD_COUNT 8 
#define TFS4_SECTOR_SIZE 512 
#define TFS4_FS_FAT_CACHE_SIZE 32 
#define TFS4_PATH_CACHE_COUNT 16 
#define TFS4_FILE_MAX 32 
#define TFS4_MAX_DIR_OPEN 16 
#define TFS4_FILE_OPEN_MAX 48 
#define TFS4_VOLUME_COUNT 8 
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TFS4 memory usage can be different according to your configuration. 


< TFS4 Dynamic Memory usage> 
TFS4 uses dynamic memory for tfs4_chkdsk() only. 
You can get the amount of memory for tfs4_chkdsk() as following equation. 


Total dynamic memory usage 
= [FAT bitmap size] + TFS4_PATH_COMPONENT_MAX * 
( TFS4_PATH_NAME_MAX_ LENGTH + 724+ 4 +712 + 512 + 1028) 


FAT bitmap size = ( [Total Cluster count] + 2 )/8 +1 

Ex) 128MB NAND Flash, Format FAT16, cluster size 4 
[Total Cluster count] = 128 * 1024 *1024/ 512 / 4= 65536 
FAT bitmap size = (65536 + 2) /8 + 1 = 8193 byte 


If you specify the configuration in the tfs4_config.h or tfs4_config_const.h file as follows, 
total amount of TFS4 dynamic memory usage is about 80Kbytes. 


#define TFS4_PATH_NAME_MAX_LENGTH 1024 
#define TFS4_PATH_COMPONENT_MAX 16 


< TFS4 stack usage> 

For RTOS, local variables or parameters of a task can be shared by another task and they 
can be changed. For that reason, each task needs its own task memory region, called a 
critical section. 


But managing the critical section needs a lot of resources. Thus, they should be stored in 
the task’s own memory region that is a stack. 


TFS4 uses 5 KB stack per a task except tfs4_chkdsk() API. Tfs4_chkdsk() API uses 1OKB 
stack per a task. 
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3. Description of Source Files 


This chapter describes source code tree of TFS4. You need to find where they are on the 
host and know what source files should be configured before porting TFS4. 


3.1. TFS4 Directory Structure and Descriptions 


TFS4 is mostly released as source code. Now let’s assume that the TFS4 source package is 
installed on “C:\TFS4” directory of your host PC. 


The following figure shows the installed TFS4 source code tree on your host. 


E+ TFS4 
EH PLATFORM 
Ei REINDEERPLUS 
a © DRIVER 


i A: HE xSR 
He) Nucleus 
TEST 


cy He BUILD 
FAL 
f- KFAT 
EH— OAL 
- NUCLEUS 
He PIL 
oe Ts User_Doc 
be ( ReleaseNotes 


Figure 3-1. TFS4 Directory Structure 
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The following table describes the TFS4 directories shown in the above picture. 


Table 3. Description of TFS4 Directory Structure 


Directory Contains 
TFS4 Top directory of TFS4. 
Target OS Source Directory 
- It is needed when OS dependent module of TFS4 
refers to a specific header of target OS. In case of 
Nucleus, a nucleus.h file is necessary. 
ae - It also includes a device driver for 
a target. It includes XSR and 
MMC(or HSMMC) Host Device 
Driver. 
For details about XSR, refer to XSR Porting Guide. 
TFS4\TEST\INTEGRATION | It has a shell source code for TFS4 testing. 
TFSA\TFS4\API TFS4 API source code 
TFS4\TFS4\BASE It includes base codes for TFS4. The common 
functionalities are here. 
TFS4\TFS4\BSM It includes Bad Sector Management code. 


TFS4\TFS4\BASE\UNICODE 


It includes Unicode <-> MBCS conversion source 
codes and tables 


- It includes a project file to build TFS4 and OS in ADS 
v1.2. 


TFSA\TFS4\BUILD\ - There is a TFS4 Library Build Project file. 
- It provides a sample project file to port TFS4 to 
Nucleus. 
TFS4\TFS4\FAL, TFS4 Filesystem Abstraction Layer and KFAT FAT 
TFS4\TFS4\KFAT filesystem source code 
It has OS adaptation source codes. Such as memory, 
TFSA\TFS4\OAL semaphore, terminal and time. You must make the OAL 
routines for your target and include to the TFS4 library. 
TFS4\TFSA\PIL It has physical device interface source codes for XSR 


and MMC (or HSMMC) 
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You can find the project files at “TFS4\TFS4\BUILD\REINDEER_PLUS_ADS12\’ and 
“TFS4\TFS4\BUILD\ADS 1_2\” folders. Those project files are created on ADS v1.2. You 
can use the project files to build TFS4 easily if your build tool is ADS v1.2. 


8) Reindeer_Plus_with_TFS4,mep 
Figure 3-2. TFS4 Project Files at REINDEER_PLUS_ADS12 


'@) TFS4_Lib,mep 


Figure 3-3. TFS4 Project Files at ADS1_2 


The following table describes the directories and project files shown in the above picture. 


Table 4. Description of TFS4 Project Files 


Directory or Project File Contains 
Reindeer_Plus_MMC(or It includes the source and header files of 
HSMMC)_Host_Device_Driver_Lib.mc | MMC(or HSMMC) host device driver based 
p on ReindeerPlus. 
Reindeer_Plus_Nucleus_Lib.mcp It includes the Nucleus OS sources that are 

ported to ReindeerPlus. 
TFS4_Lib.mcp It includes the source and header files that are 


independent of tfs4_config.h. 


You can build this project file for making 
TES4 library. 


Reindeer_Plus_With_TFS4.mcp It includes the libraries and sources of TFS4, 
XSR, MMC(or HSMMC) host device driver, 
and Nucleus OS. 
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3.2. XSR Directory Structure and Descriptions 


This document assumes that they are installed in the 
“CATFS4\PLATFORM\REINDEERPLUS\DRIVER\XSR’” directory on your host. 


= TFS4 
{ PLATFORM 
El REINDEERPLUS 
#4) BootLoader 
=) DRIVER 
{ MMC 
=) RSA 
Inc 
Ei Lib 
Eley 4DS120 
{¢ Debug 
fy Retail 
E- LLD 
{ ONLD 
{ PNL 
{ PNS 
Eg 0AM 
{ Nucleus 
Ei PAM 
( $24100nes 
{ S2410PNLS 
( S2410PNS$ 


o) 


“ 


Figure 3-4. XSR Directory Structure 


Currently, the above indicates the directory structure of the XSR version 1.5.0. 
The following table describes the XSR directories shown in the above picture. 


Table 5. Description of XSR Directories 


Directory Contains 
XSR XSR Library and API headers 
XSR \LLD\ONLD Low Level Device Driver 
XSR \LLD\PNL 
XSR\LLD\PNS 
XSR \OAM\Nucleus Adaptation code for Nucleus 
XSR \PAM\S24100neS Platform Adaptation Module 
XSR \PAM\S2410PNLS 
XSR \PAM\S2410PNSS 
XSR \lib\ADS 120\Retail, Debug Retail, Debug version XSR Library(ARM 

Compiler, ADS v1.2) 
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XSR \Inc Header files for XSR 
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3.3. Directory Structure and Descriptions of 
MMC (or HSMMC) Host Device Driver 


If you want to support a removable external device such as MMC, you must write a device 
driver for that device. At the “TFS4\PLATFORM\REINDEERPLUS\DRIVER\MMC,” 
you can find an example MMC device driver for REINDEERPLUS. 

For more details about writing a device driver for the removable external device, refer “II. 


MMC (or HSMMC) Host Device Driver APIs” 


-€ TFS4 
5) PLATFORM 
BG REINDEERPLUS 
SQ DRIVER 
oN 
A “SR 
f-} TEST 
fa TFS4 
f+ User_Doc 


Figure 3-5 MMC Device Driver Source Directory 
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4. TFS4 Porting Procedure 


This chapter describes TFS4 porting procedure in detail. The procedure is divided into five 
steps as the following picture. 


TFS4 Configuration 


TFS4 Library Build 


TFS4 Porting for Target OS 


Build TFS4 with Target OS 


Download to Target Device 


Figure 4-1. TFS4 Porting Procedure 


You don’t have to follow the above steps exactly. The build process is up to you. If you do 
not want to build TFS4 library first and just want to build all TFS4 components together, 
right before TFS4 build with OS, you can do in that way. 


The above sequence is a kind of guideline for porting TFS4. 
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4.1. TFS4 Library Build 


This section describes TFS4 library build procedure. You can first configure TFS4 
configuration files and build the sources. 


4.1.1. TFS4 Configuration 


There are three files for TFS4 configurations: 


- tfs4_config_base.h 
- tfs4_config_const.h 


If you need to modify the TFS4 configurations, refer to the description of each file, and 
configure them adequate to your target environment. 
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4.1.1.1. tfs4_config_base.h 
tfs4_config_base.h should be modified according to your target environment. If you 
configure the tfs4_config_base.h file, you should re-build the TFS4 libraries. 
tfs4_config_base.h is in the “C:\TFS4\TFS4\BASE\INC” directory. 
tfs4_config_base.h has configuration entries for OS and base library such as UNICODE, 
time and random functions. 


h] tts4_contig_base,h 
.) tfsd_errno,h 

b) tfs4_list.h 

b) tfsd_oal,h 

b) tisd4_pstack,h 

b] tisd_types,h 

b) tfs4_util,h 


Ee TFS4 


4 UNICODE 
fe BSM 
‘6 BUILD 
€ FAL 
€ KFAT 
€ OAL 


: © PIL 
+) User_Doc 


Figure 4-2. tfs4_config_base.h 


O TFS4_OS 
It specifies target OS. There are TFS4_NUCLEUS, TFS4_PSOS, and TFS4_UNKNOWN in 
the TFS4_config_const.h file. The currently available OSs are TFS4_NUCLEUS and 
TFS4_PSOS. TFS4_WIN32 and TFS4_LINUX are used for development and test. 
Specially, Nucleus was used for test on the REINDEERPLUS. 


The following shows the configuration of Nucleus OS in the tfs4_config_base.h file as a 
sample. 


“/// Configuration section #1 
f*® 
1. Define Operating Systen. 
TFS4_WIN32, TFS4_NUCLEUB. TFS4_PSOS, TFS4_RTKE. 


TFS4_LINUX, TFS4_REX, TFS4_V¥VXWORKS 
are supported now 


*/ 
#define TFS4_YOUR_OS 


Figure 4-3. tfs4_config_base.h 


If your target OS is not listed here, then define a new OS and modify TFS4 source files 
which depend on the target OS. For defining a new target OS, refer the other example. 


O TFS4_UNICODE 
It specifies TFS4 works with UNICODE. Normally TFS4 receive multi-byte string as 
input. But if TFS4_UNICODE is defined, TFS4 uses UNICODE (UTF-16) string for path 
name and other string. 
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O TFS4_CODEPAGE 
It specifies the default language code page for TFS4. The supported code pages are listed 
at ‘Appendix. VIII. Code Pages’. It affects the creation of the short filename from the 
given long filename. As TFS4 supports the FAT filesystem, and the FAT filesystem needs 
to use the codepage, you must specify which codepage you would use. 


O TFS4_BYTE_ORDER 
It specifies a byte ordering of your target. If your target uses little endian, you can set 
TFS4_ LITTLE _ENDIAN as follows. You can define it as follows. 


#define TFS4_BYTE_ORDER TFS4_LITTLE_ENDIAN 


If your target uses big endian, you should set TFS4_BYTE_ORDER to 
TFS4_BIG_ENDIAN. 


O TFS4_HAS_T 
It specifies whether your target system compiler supports ‘struct tm’ data type (C 
standard). If your target system compiler does not support the standard ‘struct tm’, you 
can comment it out or set to ‘0’. 


You need to include header files for your target OS and define the value of true and false. 
O Headers and base definitions for the target OS and the target compiler 


If your compiler does not support an inline function nor has a different format of inline 
function, you have to change the inline setting in the tfs4_config_base.h file as follows. 


#if (TFS4_O0S == TFS4 WIN32) 
#include <fcntl.h> 
#include <time.h> 

#include <windows.h> 


#define true 1 

#define false 0 

#define inline _ inline 
#elif (TFS4_OS == TFS4 LINUX) 


#include <sys/types.h> 
#include <fcntl.h> 
#include <unistd.h> 
#include <time.h> 
#include <stdlib.h> 
#ifdef TFS4 WATCOM 
#define inline 
#endif 


#elif (TFS4_0OS == TFS4 NUCLEUS) 
#include <time.h> 

#include <stdlib.h> 

#define inline 
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#if (__CC_ARM == 1) // Check Use ADS1.x 
#define TFS4 HAS STDARG_H 1 

#fendif 

#elif (TFS4_0OS == TFS4_PSOS) 


#include <types.h> 
#include <fcntl.h> 
#include <time.h> 
#define true 1 
#define false 0 
#define inline 


#elif(TFS4_OS == TFS4_RTKE) 
#include <time.h> 

#include "din4rtkg.hec" 
#define true 1 
#define false 0 
#define inline 


#define TFS4_FILE_OPEN_FLAG 
#ifdef TFS4_ FILE _OPEN_FLAG 


[RRR KKK RK KKK KKK KKK KK KK KK KK OK KK KKK KK OK KK KK / 


/* file access-mode, creation and status flags used with 

open()/fent1l() */ 

[RRR KK KKK KK KK RK KKK KK KK KR KK OK KK KK OK OK OK KK / 
#define O_RDONLY 0x0000 /* Open for reading only */ 
#define O_WRONLY 0x0001 £/* Open for writing only */ 
#define O_RDWR 0x0002 /* Open for reading and 
writing */ 

#define O_NONBLOCK 0x0004 /* No delay */ 
#define O_RAWMEM 0x0008 /* ISI: reserved for use by 


pSE+ */ 
#define O_EXCL 0x0100 /* Exclusive use flag */ 
#define O_CREAT 0x0200 /* Create file if it does not 


exist */ 

#define O_NOCTTY 0x0400 /*Donotassignacontrolling 
term. */ 

#define O_TRUNC 0x0800 /* Truncate flag */ 


#define O_APPEND 0x0010 /* Set append mode */ 


#define O_SYNC 0x0020 /* Write accd. to SIO file 
integrity */ 
#define O_DSYNC 0x0040 /* Write accd. to SIO data 
integrity */ 
#define O_RSYNC 0x0080 /* Synchronized read I/O 


operation */ 
#define O_ACCMODE 0x0003 /* Mask for file access mode 
4 / 

#endif 


#endif 
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4.1.1.2. tfs4_config_const.h 
tfs4_config_const.h should be modified according to your target environment. If you 


configure the tfs4_config_const.h file, you should re-build the TFS4_ libraries. 
tfs4_config_const.h is in the “C:\TFS4\TFS4\FAL\INC” directory on your host as follows. 


Ee 1FS4 
€ PLATFORM 
© TEST 
€& TFS4 
& API 
#2 BASE 
© BSM 
€ BUILD 
=| FAL 
og 
€ SRC 
€& KFAT 
© OAL 


& PIL 
(3) User_Doc 


Cd bia os 


Figure 4-4 tfs4_config_const.h 


O TFS4_WRITE_ACCELERATE 
It is a flag to write only the first log when some data is appended within the same cluster. 
It improves performance for which append operation of small data occurs frequently. You 
can set the value as 1 to enable the feature. Or, set the value as 0 to disable the feature. 


O TFS4_INIT_CLUSTER 
It specifies whether a newly assigned cluster from FAT is initialized as 0 or not. If the 
value is “1,” the cluster is initialized as 0. Initializing as 0 is POSIX standard. But, it 
decreases the write performance. Disable it on your own risk. 


O TFS4_USE_EXT_INTERFACE 
It is needed when you want perfect compatibility with MS FAT filesystem. 
TFS4 stores some data at file and directory metadata area to improve the performance of 
lookup operation. But it does not guarantee full compatibility with MS FAT filesystem. 


Note. TFS4 does not store any additional meta data on MMC (or HSMMC) media even if 
this definition does not exist. 


O TFS4_FAST_SEEK 
It specifies whether the file system uses the fast seek functionality that improves file 
pointer movement performance. If you want to support the fast seek, TFS4_FAST_SEEK 
has to be defined as ‘1’. You have to specify this definition to 1 to use tfs4_fast_seek() 
function. For using fast seek, refer to TFS4 Programmer’s Guide. 
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O TFS4_FILE_LEVEL_FLUSH 
It specifies whether the file system uses the file level flush that improves tfs4_fsync() 
performance. If you want to support the file level flush, TFS4_FILE_LEVEL_FLUSH has 
to be defined as ‘1’. 


O TFS4_HIDDEN_DIR 
It specifies whether the file system uses hidden area or not. If you want to support the 
hidden area, TFS4_HIDDEN_DIR has to be defined as ‘1’. 
The hidden area is a TFS4 specific directory that is not shown on other FAT compatible 
filesystem. It is a special directory that can be listed by filesystem. But user can access the 
directory with pre-defined path like a normal directory. 
User must use tfs4_ioctl() to control access to the hidden area. Refer to the TFS4 
Programmer’s Guide. There is another configuration for “TFS4_HIDDEN_DIR” at the 
next chapter 4.1.1.3 tfs4_config.h 


O TFS4_RESCUE 
This constant enables the APIs, tfs4_restore() and tfs4_backup(), that are used for saving 
file system metadata and restoring a file system from it. It is originally intended for 
magnetic disks that are error-prone. 


If you want to use the APIs, set ‘1’. If unsure, set ‘0’. 


O TFS4_FILE_LLOCKING 
File locking provides the applications a method to get exclusive access rights to an open 
file. If enabled, you can manages the access permission on a specific file through 
tfs4_fcntl(). For more detailed information, please refer to the TFS4 Programmer’s Guide. 


If you want to use it, set ‘1’. Otherwise, set ‘0’. 


O TFS4_BAD_SECTOR_MANAGER 
You can enable or disable the bad sector manager by adjusting this constant. TFS4 
provides a filter driver layer, called BSM that wraps low-level physical device driver and 
handles bad sectors on the device. It reserves storage spaces for reallocating bad sectors 
and redirects I/O requests to this area. So this may be dangerous when used without a full 
understanding. 


To add this feature, set ‘1’. If you don’t need to use the BSM or don’t know exactly what it 
is, it is strongly recommended to set ‘0’. 


O TFS4_FAST_UNLINK 

This option allows you to delete a large file extremely fast by using the Fast Unlink 
technology introduced from TFS4 v1.5. It attaches the deleted cluster chain to a pool file 
named ‘delete.me’ instead of clearing the entire FAT links. But, the system file, 
“‘delete.me’ unwanted will be created. The other thing you should aware is that the REAL 
free space of the volume would not be recovered immediately after unlinking a file, but it 
does not matter on creating a new file as TFS4 recycles the space occupied by ‘delete.me’. 
Unlinking the pool file, ‘delete.me’ is not allowed using tfs4_unlink() and it is an intended 
operation. 


To add this feature, set ‘1’. If your files are usually small, it is recommended to set ‘0’. 


NOTICE!! 
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Fast Unlink may decrease append write performance of TFS4. It is caused by some 
additional operation for updating the pool file (‘delete.me’). 

The following is a method to remove this performance down. We recommend this work 
while in an idle state. It makes the pool file to a small size. 

1. Create and open a temporary file with flag 

“O_RDWR | O_TFS4_NORMAL_UNLINK | O_TFS4_NO_INIT_CLUSTER“. 
Truncate the file to a big size over 16KB. 

Truncate the file to size zero. 

Re-do operations 2 and 3 until the pool file size is 0. 

Close and unlink the temporary file. 


Ge Gh 


O TFS4_LOG_FILE_NAME 
It specifies a log file name for TFS4. TFS4 writes log for recovery from abnormal 
operation. TFS4 creates a log file in the root directory on each volume. You can specify 
the log file name on your purpose. If you use UNICODE, you also have to specify the log 
file name as a UNICODE string according to endian. 


O TFS4_ATTR_NEW 
It is needed when you want to use user attribute support. The two user attributes are 
TFS4_ATTR_USRI and TFS4_ATTR_USR2. You can use these attributes on your 
purpose. These attributes can be used in tfs4_stat(), tfs4_stat_set(), tfs4_fstat0, 
tfs4_fstat_set(). But these attributes can not be used on external device such as MMC. 


NOTICE !! 

This definition may make some compatibility problem with another FAT compatible 
file system. These two attributes use an area which is not used in FAT specification, but 
another File System can use the area too. 

This definition does not be used with TFS4_USE_EXT_INTERFACE definition. 


O TFS4_DIR_NAME_MAX_LENGTH 
It specifies the maximum length of the directory name. For Windows, it is 243 at 
maximum. 


O TFS4_FILE_NAME_MAX_LENGTH 
It specifies the maximum length of the file name. For Windows, it is 255 at maximum 
including an extension. 


O TFS4_PATH_NAME_MAX_LENGTH 
It specifies the maximum path length. For example, the path length of /a/dir1/test.txt is 16. 


O TFS4_PATH_COMPONENT_MAX 
It specifies the maximum number name of directory and file on path. 


O TFS4_MAX_DEVICE_NAME_LENGTH 
It specifies the maximum length of device name. Do not change this value. 
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O TFS4_MAX_VOLUME_NAME_LENGTH 
It specifies the maximum length of volume name. Do not change this value. 


O TFS4_MAX_FILE_SYSTEM_NAME_LENGTH 
It specifies the maximum length of filesystem name. 


O TFS4_MAX_FILE_LENGTH 
It specifies the maximum size of a file. The default value is 4 byte of signed integer. 


O TFS4_SSIZE_MAX_LENGTH 
It specifies the maximum data size for a read or write operation. 


O TFS4_MAX_PAGE_ SIZE 
It specifies the maximum page size of physical device. You don’t have to change it. It is 
normally 4. 


O TFS4_DEBUG 
It is needed when you build TFS4 with debug mode. 


O TFS4_FILESYSTEM_MAX 
It specifies the maximum number of file systems that your target supports. 


O TFS4_NAME_MAX_LENGTH 
It specifies the maximum number of bytes for file and directory name. Considering 
Unicode, 510 bytes is the maximum. 


O TFS4_VOLUME_NAME_LENGTH 
It specifies the volume name length. It is 3, because volume name is shown as /a/, /b/, etc. 


O TFS4_DEVICE_NAME_LENGTH 
It specifies the device name length. It can be up to 8, because device name is shown as 
/dev/nf0, /dev/nf1, /dev/mmc0, etc. 


O TFS4_SECTOR_SIZE 
It specifies the sector size in byte. 


O TFS4_SECTOR_ SIZE BITS 
It specifies the number of bits for indicating TFS4_SECTOR_SIZE. 


Ol TFS4_SECTOR_SIZE_MASK 
It is used for fast operation. You specify it as (1 << TFS4_SECTOR_SIZE_BITS) - 1). 


4.1.1.3. tfs4_config.h 


tfs4_config.h is the configuration file of TFS4. It can be automatically applied to TFS4 if 
you modify the tfs4_config.h file. tfs4_config.h does not affect the TFS4 library and you 
don’t have to re-build the TFS4 library, even though tfs4_config.h is modified. 


tfs4_config.h is on “C:\TFS4\TFS4\FAL\INC” directory. 
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The following shows the configurations in tfs4_config.h. 


Fitodef _ TFS4_ 
Fdef ine TRSé 


HE 
Cok 


Finclude «atrieg. bs 
Finclud= istdio.hs 


Fincloude “tisd_comfig_const.b* 


Fdetine 


: TP=4_ FUEW_OUNT (3 
Fdetine i 


TR4_VOLUHE_OSKT 


en 


Fadel ine e 


Fdefine TFS4_ FILE HASH 4 


“* buffer cache 


“7* wee ie ome 


er 


f¢ Piysoceal dewioe count naz 


“volun count max 


ef file estry 


hase 


of concurrently open fi 
of cincurrently open di 


Fdetine TRS4_CaCdE_co HT “ butter count. show 
Tdefines TRS4_BCaAck TALUE iT 

Fdet ine TES 4_ BCACHE_ HASH atk 1} 

Fdetline TFo4_ ECACKE READ AHEAD ?“#* @nable CACHE=FEATeaAvEAD 
Fdefine TPS4_ IE_RES&D_sHES0 COURT q 

Fdeline TRS4 ECACKE READ AREAD BASE (TFS4_BCACHE READ AREAD COMMNT = 1) 
Fdefine TRS4_BCACHE_@RITE_RBaCk “** snable URITE-BaCK policy 
Fdetine TES 4 br aACBE_W RITES _ BACK OOUnT 8 

“ef? Foe dinrect Io 

Sdefine TFS4_DIRECT_IO_SECTOR ((TFS4_CkCHE_COUMT +> 2) # TRS4_Cact 


“f/? FAT cache 
Fdelinm TFS : 
Fdefine TE 
Faefise TF* 


PS _FAT_CACHE_ SIZE 


CACHE HASH VALUE - 


Lj 


* PATH (directory) cache 
fdetine | TP=4_FaTH_ OACHE 
Fdetine TF4_ FaTH Cat E 
Ffdeline TP - 
Tdefines TRS hil SH_HaASE 
Fdefline TREd FATH CACHE COUNT To_ FREE 


i_ ALO t - 1) 
COUNT +3 


2] 


Figure 4-5. tfs4_config.h 


O TFS4_PDEV_COUNT 
It specifies the number of physical devices that your target supports. This is the count of 
physical devices that can be registered with tfs4_pdev_reg() 


O TFS4_VOLUME_COUNT_MAX 
It specifies the maximum number of logical devices that your target supports. It is same as 
the value of TFS4_LDEV_COUNT. The maximum value is 26. 


O TFS4_VOLUME_COUNT 
It specifies the maximum number of volumes that can be mounted concurrently. The 
maximum value is 26. 


O TFS4_LDEV_COUNT 
It specifies the maximum number of partitions that can be mounted concurrently. This 
value is same as the value of TFS4_VOLUME_COUNT. 

O TFS4_FILE_MAX 
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It specifies the maximum number of different files that you can open. Whenever each 
volume is mounted, the number of files that you can open is decreased by 1, because the 
root directory is opened for each mounted volume. TFS4_F ILE_MAX determines the total 
number of different files and directories that can be opened. 


O TFS4_FILE_OPEN_MAX 
It specifies the maximum number of files that you can open. But it includes the number of 
files re-opened. Therefore, it should be larger than TFS4_FILE_MAX. 
TFS4_FILE_OPEN_MAX determines the total number of files and directories that can be 
opened at once. 


O TFS4_MAX_DIR_OPEN 
It specifies the maximum number of directories that you can open simultaneously. 


The above TFS4_FILE_MAX, TFS4_FILE_OPEN_MAX, and TFS4_MAX_DIR_OPEN 
settings are needed, because some same files can be opened more than 2 times. 


For example, if A opens “/a/readme.txt’, it uses each one resource from a 
TFS4_FILE_MAX and TFS4_FILE_OPEN_MAx. If B opens “/a/readme.txt’, it uses one 
resource froma TFS4_FILE_OPEN_MAx. If C opens “/a/mydir/’ by a 

tfs4_opendir (), it uses one resource from each TFS4_FILE_MAX, 
TFS4_FILE_OPEN_MAX, and TFS4_MAX_ DIR_OPEN. 


O TFS4_FILE_HASH 
It specifies the hash length of file table. You can set it as the odd number or decimal 
number near TFS4_FILE_MAX/ 3. 


O TFS4_CACHE_COUNT 
It specifies the number of cache blocks (in sector unit), which is used by Buffer cache 
manager. Each cache has the size of TFS4_SECTOR_SIZE. It should be set to memory 
usage and more than 8 at minimum. 


O TFS4_BCACHE HASH VALUE 
It specifies the HASH length. You can set this as TFS4_CACHE_COUNT. 


O TFS4_BCACHE_HASH_MASK 
It is used for fast operation. You specify it as (TFS4_CACHE_COUNT - 1). 


O TFS4_BCACHE READ AHEAD 
If you define TFS4_BCACHE_READ_AHEAD, read ahead operation is performed on 
buffer cache. 


O TFS4_BCACHE_READ_AHEAD_COUNT 
It specifies the number of sectors for the read ahead operation on buffer cache. 


O TFS4_BCACHE_READ_ AHEAD MASK 
It is used for fast operation. You specify it as (TFS4_BCACHE_READ_AHEAD_COUNT - 
1). 


O TFS4_BCACHE WRITE BACK 
If you define TFS4_BCACHE_WRITE_BACK, write operation stores data at the buffer 


cache and the write operation is delayed. The data may be lost due to the sudden power 
off. 
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O TFS4_BCACHE_WRITE_BACK_COUNT 
It specifies the number of buffers for the write back operation. 


O TFS4_DIRECT_IO_SECTOR 
It specifies the minimum number of sectors for write operation with no cache. 


O TFS4_FS_FAT_CACHE_SIZE 
It specifies the number of sectors for caching. 


O TFS4_FCACHE_HASH_VALUE 
It specifies the HASH length. 


O TFS4_FCACHE HASH MASK 
It is used for fast operation. You specify it as (TFS4_FCACHE_HASH_VALUE - 1). 


O TFS4_PATH_CACHE 
It enables the path cache function. 


O TFS4_PATH_CACHE_HASH_VALUE 
It specifies the HASH value of the path cache. 


O TFS4_PATH_CACHE_HASH_MASK 
It is used for fast operation. You specify it as (TFS4_PATH_CACHE_HASH_VALUE - 1). 


O TFS4_PATH_CACHE_COUNT_TO_FREE 
It specifies the number of path cache entries to free for adding a new entry, when the path 
cache is full. For example, if the total number of path cache entries is 10, all they are used, 
TFS4_PATH_CACHE_COUNT_TO_FREE is set as 3, and a new entry has to be added, 3 
entries would be freed from the total 10 entries and new entry would be added. 


O TFS4_HIDDEN_DIR_NAME 
It specifies the name of hidden directory. They are not be shown on other FAT compatible 
file system that all of the files and directory and hidden directory itself below this directory. 
But TFS4 can access these entries after the volume is mounted with 
TFS4_MOUNT_HDIR(refer to the TFS4 Programmers Guide, tfs4_mount()). The 
maximum length of the name is 26 byte. 


O TFS4_HDIR_-MAX_VOLUME_SIZE 
It specifies the maximum volume size can be used for hidden area. It is specified with 
Mega-Byte. 


O TFS4_HDIR_VOLUME_COUNT 
It specifies the maximum volume count can be mounted for hidden area concurrently. 


4.1.2. TFS4 Library Build 


This section describes how to build TFS4 source files of which a filesystem component is 
composed. You can select a build tool considering your target environment, such as 
makefile, ADS, or Code Composer. 


TFS4 sources can be divided into two parts; 
- Sources independent of the target & tfs4_config.h 
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- Sources dependent on the target & tfs4_config.h 


You can first build the independent sources to your target and tfs4_config.h file and make 
into a library file, because they are not related to target and OS configuration. The 
following figure shows the TFS4 source files to make a library. 


=} Gq UNICODE 
=. Ey src 
abt ~~ ts4_unicode_ctype,c 
AB ttsd_api.c ff tts4_unicode_mbtowe,c 
fg tisd_api.h of tts4_unicode_wehar.c 
=)}GQBASE off tis4_unicode_wetomb,c 
Ea snc , =}GyCPTABLES 
fi tts4list off tts4_unicode_wetype,c 
a ahaa fg tis4_unicode_casemap,c 
oe ee A) tts4_unicode_cp1250,c 
fia PNICODE oof tts4_unicode_cp1251,c 
sie = SAC ff tts4_unicode_cp1252,c 


- off tts4_unicode_cp1253,c 


f@ tfs4_bcache,c 


~~ tts4_const_strings.c 
ff tts4_tat_cache,c 
=f tts4_file_manager,c 
ff tts4_format_fat.c 
fg tts4_internal,c 


of tis4_unicode_cp1254,c 
ff tts4_unicode_cp1255,c 
ff) tts4_unicode_cp1256,c 
ff) tts4_unicode_cpl25?.c 
off tts4_unicode_cp1256,c 


~f tis4_Idev.c ff tts4_unicode_cp28591,c 
' MQ tis4_mbr.c ~f§ tts4_unicode_cp26592,c 
a abr aia off tts4_unicode_cp28593, c 


ff tis4_rescue,c 
~~ tts4_tuning,c 
iff tts4_volume_manager,c 


ff tts4_fs_kfat_cache,c 
ff tis4_ts_kfat_chkdsk,c 
~~ tts4_ts_kfat_dir.c 
~~) tts4_fs_kfat_tile,c 
~~ tts4_fs_kfat_hdir.c 
ff tis4_fs_kfat_lfn,c 

ff tis4_ts_kfat_log.c 
~~ tts4_ts_kfat_misc,c 
ff) tts4_fs_kfat_rescue,c 
»~ ff) tts4_fs_kfat_unlink.c 
fg tts4_ts_kfat_util.c 


=€qBSM 


fg tis4_ts_kfat_volume,c 


of tts4_unicode_cp26594,c 
ff tis4_unicode_cp26595, c 
ff tts4_unicode_cp28596, c 
off tts4_unicode_cp2669?c 
off tis4_unicode_cp26598,c 
ff tts4_unicode_cp28599,c 
ff tts4_unicode_cp26605, c 
ff tts4_unicode_cp437.c 
~f§ tts4_unicode_cp850,c 
ff tts4_unicode_cp862,c 
ff tts4_unicode_cp6d6,c 
of tis4_unicode_cp85?,c 
ff tts4_unicode_cp856,c 
ff tts4_unicode_cpéé2,c 
~f§ tts4_unicode_cp866,c 
ff tts4_unicode_cp874,c 
ff tts4_unicode_cp932,c 


ff tts4_unicode_cp936,c 
fg tis4_bsm,c ff tis4_unicode_cp949,c 
fg tts4_bsm,h of tts4_unicode_cp950,c 


Figure 4-6. Source files for TFS4 Library 


The above source files are all independent source files of your target environment. You 
don’t need to re-build them, even if tfs4_config.h is modified. But, they should be built 
again if tfs4_config_const.h, tfs4_config_base.h or the compile environment is changed. 

For example, if you modify MMC(or HSMMC) device setting, byte order, maximum 
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length of directory and file in the tfs4_config_base.h and the tfs4_config_const.h, it affects 
all the components of TFS4, so you must re-build the TFS4 sources. 


When the number of cache is modified for TFS4 tuning, you don’t have to build the TFS4 
library again and consequently it reduces a build time. 


< Building TFS4 on ADS v1.2 > 
This is the build steps of TFS4 sources. 


1. Execute your build tool. ADS v1.2 (Metrowerks CodeWarrior for ARM Developer Suits 
v 1.2) is used in this document. 


Metrowerks CodeWarrior for ARM Developer Suite ¥1.2 -/0] x{ 


File Edit View Search Project Debug Window Help 


QBoeeseborc xR BBARUE ECR HE EB 


Figure 4-7. ADS v1.2 Initial Screen 


2. Open the project file for making a TFS4 library. You can click “File” > “Open” on the 
menu bar of the screen as follows. 
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Setrowerks CodeWarreor bor ARM Developer Suite v LZ 


Or, s| button on icon bar. 


Note 


> 


We provide a sample project file for building TFS4, a TFS4_Lib.mcp; the extension “mcp’ 
is the project file extension of ADS build tool. If you don’t use the ADS v1.2, you need to 
create a project file on your build tool and add the TFS4 source files to the project file. 


3. The screen to open a file appears. 
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Find the TFS4_Lib.mcp file and press “Open” button on the screen. 


4. The TFS4_Lib.mcp file is opened as below. 


we IFS4_Lib,mcp 


[e foes aE 


Rescued Items 
EG TFS4 
Ga API 
ELGyBAseE 
ene 
| SQUNICODE 
20 SRC 
(=) 
Saisrc 
ELGgkFAT 
Gy SRC 
wij BSM 


TFS4 v1.5.0 Porting Guide 38 


SAMSUNG OMT ail 


avery ene bh liviled 


Eq TFS4 
al API 
| ff ttsd_api.c oo 
of) tis4_api.h =} EQ UNICODE 
= BASE eeashe 
/ EQ SRC fl ts4_unicode_ctype,c 
AB tts4_list.c off tts4_unicode_mbtowe,c 
ff tis4_pstack,c ff) tis4_unicode_wchar,c 
fg tts 4_util..c ff tts4_unicode_wetomb,c 
Hg UNICODE EGyCPTABLES 
=EQ FAL a | tfs4_unicode_wetype,c 
 EgSRC ff tis4_unicode_casemap.c 


fB tis4_bcache,c 
M tfs4_const_strings,c 


ff tts4_unicode_cp1250,c 
ff tts4_unicode_cp1251,c 
ff tts4_unicode_cp1252,c 
ff tts4_unicode_cp1263,c 
off tts4_unicode_cpl254,c 
ff tis4_unicode_cp1255,c 
off tis4_unicode_cp1256,c 


Le eee ff tts4_unicode_cp1257,c 
a Wel nat cache © ff tis4_unicode_cp1258,c 
Bats fags. fi tfs4_unicode_cp28591,c 


Hea KF 
nea 


B tisd_rescue,c 


AT 
SRC 


ff tts4_ts_kfat_chkdsk,c 
fg tts4_ts_kfat_dir,c 
~~ tts4_fs_kfat_file,c 
off tts4_fs_kfat_hdir,c 


fg tis4_ts_kfat_lfn,c 


fi) tts4_ts_kfat_log.c 
ff tis4_ts_kfat_misc.c 
- ff) tts4_ts_kfat_rescue,c 


ff tis4_fs_kfat_unlink.c 
ff tts4_fs_kfat_util,c 


f® tis4_fs_kfat_volume,c 


ff tts4_unicode_cp28692,c 
ff) tis4_unicode_cp28593,c 
ff tis4_unicode_cp28594,c 
ff) tis4_unicode_cp2696, c 
ff) tis4_unicode_cp26596, c 
off tis4_unicode_cp26597,c 
off) tts4_unicode_cp28598, c 
ff tts4_unicode_cp28699, c 
ff tis4_unicode_cp26605,c 
ff) ts4_unicode_cp43?.c 
ff tts4_unicode_cpd0,c 
ff) tis4_unicode_cpabe,c 
ff tts4_unicode_cp856,c 
~f tts4_unicode_cpo5?,c 
of tts4_unicode_cp858,c 
off) tis4_unicode_cpéb2,c 
ff) tts4_unicode_cpd66,c 
ff) tis4_unicode_cpé?4.c 
ff) ts4_unicode_cp932,c 


EGybsoM of) tfs4_unicode_cp936,c 
a: | tis4_bsm.c ff tis4_unicode_cp949,c 
fg tis4_bsm,h fW) tis4_unicode_cp950,c 


See the TFS4 source and header files to build in the project file. 


There are many tfs4_unicode_cpxxx.c on the right figure. But you do not need to add all of 
them to the project. You add just only one file on your TFS4_CODEPAGE configuration 
at tfs4_config_base.h. 
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5. Select a type of build target.. 


(0) x 
[ ® DebugRel JB¥Y S@R> GF 


DebugRel 
Release 


Debug 


There are three types of build targets. The following describes the meaning of each build 
target. 


- Debug: The output binary is compiled with debugging symbols and information of line 
numbers. 

- Release: In this configuration, the output binary will be fully optimized and contains no 
debugging symbols. 

- DebugRel: Adequate optimization level and including minimal debugging information. 


6. Press the build setting button. 


7. The build settings screen shows up. 


The build setting screen can be a little different according to the build mode setting you 
select. You have to consider the language setting your compiler supports on the build 
setting screen. For ADS v1.2, you need to set the build options each language; you may 
not need to do that for other build tool. 


The following screens show the build options needed for each build mode and language; 
the sample build options are based on ReindeerPlus, ARM CPU, and ADS v1.2. You can 
set the build options suitable to your target and compile environment by referring to the 
below sample options. 


Note 


The build options depend on the compiler. This TFS4 build section only explains the 
options related to TFS4: TFS4_NUCLEUS, TFS4_KFAT, and TFS4_DEBUG (it is 
optional for debug mode). 


But if they are already defined in the tfs4_config_const.h file, you don’t have to enter the 
options for compiling here. 


<Debug settings for ARM Assembler> 
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Target Seltings Targat | ATPCS | Options | Precetines | Lsting Control | Extras | 
Access Parhes Archile chine oF Processor - Bloating Posnt 
Build Extras 
Auntie Settings 
File Mappings 
Source Tes 
ARM Tanged 

= Language Sehinge 


MC Compiler 
ARM (C++ Com,, 
Thum C Com, . 
Thund Cee Lio... 
= Linker 
SAM froamELF 


= Ector ] 
Custom Kaye, 4 l | q| 
Factory Seting ni | import Pana... | Export Pansl,.. | 


OK | Cancel | iif | 


Figure 4-8. Debug Settings for ARM Assembler on ADS v1.2 


<Debug settings for ARM C Compiler> 


Target and Source | ATPCS | Warnings | Errors | Debug Cpt | Preprocessq 
) Architecture or Processor , Flowing Point 


a ———s] 


Target Settings 
Access Paths 
Build Extras 
Funtime Settings 
Fila Mappings 
Bource Trees 


Pure-andian softp 


ARM Target Byte Order ——— Source Language 
= Language Settings ® Lide Endian | 
ARM Aesermbler r a Endian | ANESIS0 Standard © 


ti a oer 


Thumb C Com, 


equivstent Command dine 


Thumb Ces Co... -O0 = a AR 4 FFA 
= Linker “NTFS TARGET "REINDEER. PLUS EC 
AM fromELF 
= Editor 


Custom Kaywo... jel 


ck | Cancel | mul | 


Figure 4-9. Debug Settings for ARM C Compiler on ADS v1.2 


<Debug settings for ARM C++ Compiler> 
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Tange! Batis Target and Source | ATPCS | Meni ss Errors | Debua Opt| Preoncesed 
@ccess Paths Architecture or Processor Eloating Paint 


Build Extras = - - 
roe = 
Funtime Setings = [Pure-eni dian Top 


File Mappireds 

Source Trees 

4AM Targat , Byte Order 
Language Settings i= Litle Endian 

ARM Resa mbier Big Endian 

AFM C Comeder 


(20 Standard C++ 


Source Language 


Want" aT, ) (Eqaaten Comenana tine 
Thunb le Qa,, -9+ -Opu : -h -Ep 
7 (Linear 
ARM fromeLF 
Edihor 
(Custom Faw. ell il 


Factory Setingsl Heuey | Import Panel... eet 
Ce | Cancel | Any | 


Figure 4-10. Debug Settings for ARM C++ Compiler on ADS v1.2 


< Release settings for ARM Assembler> 


Target Settings = ATE 3| Options | Predelines | Listing i Extns| 
Aceosa Pathe Ach or Processor-———— - Fasting 
Build Esaras = i « « &«;«;« -««; _— 
Runtime Settings = fe featimg point 
File Mappings 
Source Troas 
APM Tanget - Byte Onder -fnitia| Sate — 

= Language Setings & Litt Endlan = ARM 


fala ld Big Endian Thumb 
ml Lonmpier ——E—E—E—E—EE—EEEE —EE————EEE 


ARR C++ Com 

Thums © Com... 

Thums C+ Co,, 
=. (Linker 

ARR tromBLF 


|= Editor 4 
A 
Factung Setingsl Heine | Imeort Panel... | Export Panel... | 


om | Cancel | | 


Figure 4-11. Release Settings for ARM Assembler on ADS v1.2 


< Release settings for C Compiler> 
TFS4 v1.5.0 Porting Guide 42 


SAMSUNG OHGQTaI) 


averpena bh liviled 


i angel : 


Target Settings Target and Source | ATPCS | Warnings | Errors | Debug Opt | Preprocesse 
PSE Archhectun or Processor , Ebnstineg Point 
cE | | | | [No toxra ni 


Fila Mapeangs 
Source Treas 
ARM Target Byte Onder Bours Language 


Language Settings Little Endian 
ARM Aes ember ™ Big Endian 


ihe ++ Lom, 


Thumb © Com... flee ee ee Se Se 


Thurnb (++ Co 
Linker DTeSt NUCLEUS) TFS4- TARGET REIND eat eve 
ARM tromELF [D-MMC-O8 NUCLEUS 
=. Editor 
Custom eywo, 


ANSIASC Standard Cc 


w| 4 


ca Setting 1 | import Panel. | Expori =a) 
___O | Cancel | i | 


Figure 4-12. Release Settings for ARM C Compiler on ADS v1.2 


< Release settings for C++ Compiler> 


Target Settings Target and Source | ATPCS | Warnings | wed Debus’ Opt) Preprocesed 
Access Paths , Architecture or Processor Floating Point 


Build Extras i j 
Funtime Settings AAR Sc0 I) =| Ho floating point 
File Mappings | 
EOurce Tread 
ARM Target Byte Order j Bource Language 
Language Sesings a) 
ARM Assembler « rasta ISO Standard C++ 
ARM OC Compiler 


fumb ( Com... 2 
Thumb (C++ Ca,,, 
Linker 
ARP fromELF 


Editor 
Custom Kaye... if a 


Fackery Sting Apven | Import Panel... | Export Pana 
OK. | Cancel | Rant | 


Figure 4-13. Release Settings for ARM C++ Compiler on ADS v1.2 


You have to add the build options for your target and compile environment. 
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8. Additionally, you need to add the access paths on the build settings to include the 
TFS4-related header files (TFS4\API, TFS4\BASE\INC, TFS4\BASE\UNICODE\INC, 
TFS4\FAL\INC, TFS4\KFAT\INC, TFS4\OAL\NUCLEUS\INC, TFS4\PIL\INC, XSR 
header file path, and MMC(or HSMMC) host device driver header file path, etc) while 
TFS4 is compiled. 


Target \ie User Paths f Always Search User Pathe 
Target Settings 


ull Extras | 
Auntie Settings cy "aProjecth, Wt AP! 

Fila Mappings Project! WEASEWANC 

Source Trees #8 {Project}. We EASE YUNICODE WE 
ARM Target 


i Language Settings 
OFM Assembler 


Te ar abet | [Ihe Bi Project), 4 WKEATWSRC 

SKA Eee (Project), ¥. WEASEWUNICODEWSACWCP TABLES 

Thumb Ce C 2 | Project), At Ce Va ee Ee Lace, Meloni ne aaa 
ae a {Project}, W, WEASEWUNICODEWSAC 


- Linker i, | 
ARM fomELF Project. OAL WALICLEUS HNC 


& Editor 
Custom Reyer, ie 


—— Bvpovt Pane -— 
ok | Cancel | Saply | 


Figure 4-14. Set Access Paths 


9. After setting the build options, press “OK” button to save. 


x 


10. Press button on ADS v1.2. 
11. The project file build will start. 
If the TFS4 building doesn’t encounter any compiling error, building TFS4 library is 


completed successfully. 
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4.2. TFS4 Porting to the Target OS 


This section describes TFS4 porting process. The following picture shows the current step 
on the TFS4 porting process. 


TFS4 Configuration 
TFS4 Library Build 


TFS4 Porting for Target OS 


Memory 

Semaphore 

Error Number Store 

TTY 

Time 

Unicode 

TFS4 Interface with XSR 
TFS4 Interface with 
MMC Host Device Driver 


Build TFS4 with Target OS 
Download to Target Device 


Figure 4-15. TFS4 Porting for Target OS 


This document defines a porting sequence. XSR and MMC(or HSMMC) porting is done in 
advance, and TFS4 is ported to your target. TFS4 works with XSR and MMC(or 
HSMMC) together. Thus, if any error occurs, you cannot find whether error is from TFS4 
itself or not. TFS4 cannot be tested alone. 


XSR and MMC(or HSMMC) should be ported and tested before being integrated with 
TFS4. It is strongly recommend porting TFS4 after XSR and MMC(or HSMMC) are 
guaranteed to work reliably on target with no error. 

In current TFS4 version, porting example source codes for Nucleus is supported. 


The following figure shows configurable TFS4 source files. You have to configure them in 
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this section. 


tfs4_config_base.h 
tfs4_config_const.h 
tfs4_config.h 
tfs4_memory.h 
tfs4_pdev_nand_xsr.h 
tfs4_semaphore.h 


tfs4_errno.c 

tfs4_memory.c 
tfs4_pdev_mmc_reindeer_plus.c 
tfs4_pdev_nand_xsr.c 
tfs4_semaphore.c 

tfs4_time.c 

tfs4_tty.c 

tfs4_tuning.c 


O Implementing part for target RTOS 
1. Semaphore (tfs4_semaphore.c) 
2. Memory allocation functions (tfs4_memory.c) 
3. Error number store (tfs4_errno.c) 
4. Time (tfs4_time.c) 


O Implementing part for target device 
1. MMC(or HSMMC) Host Driver (tfs4_pdev_mmc_reindeer_plus.c. This file name can 
be changed by user) 
2. XSR ( tfs4_pdev_nand_xsr.c) 
3. UART print ( tfs4_tty.c) 


This document explains the TFS4 porting based on ReindeerPlus and Nucleus as a sample. 
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4.2.1. XSR Porting 


For XSR porting, you can refer to XSR porting guide. 
Here important thing is that you have to port XSR to your target and test it to verify 
reliability of it. 


4.2.2. MMC(or HSMMC) Host Device Driver Development 


MMC(or HSMMC) Host Device Driver is not implemented in TFS4. TFS4 user has to 
implement it if the target uses MMC(or HSMMC). TFS4 includes sample source code and 
APIs based on the SAMSUNG S3C2410S CPU (Based on ARM920T core) architecture. 


This is the directory path of sample MMC(or HSMMC) host device driver. 


El TFS4 

( PLATFORM 

=) REINDEERPLUS 

+) BootLoader 

=|) DRIVER 
> title 

#- XSR 

#6) Nucleus 

@& TEST 

 TFS4 

{© User_Doc 


Figure 4-16. MMC(or HSMMC) Host Device Driver Path 


os ee 


+) 


+) 


In MMC(or HSMMC) directory, there are sample MMC(or HSMMC) host device driver 
source codes based on the $3C2410S CPU architecture, as follows. 


Ole « SASF 

c] mmc_assertc 3KB CC Source 

[h] mmc_assert,h 3KB C/C++ Header 
|e] mme_command,c 32KB C Source 

[h] mmce_command,h BKB C/C++ Header 
[c¢] mmc_csw,c 10KB C Source 

[h] mme_csw,h 3KB C/C++ Header 
[h] mmc_define,h 4KB C/C++ Header 
[h] mmec_global,h 5KB C/C++ Header 
|e] mmc_hw_interface,c I9KB C Source 

[h] mmec_hw_interface,h 4KB C/C++ Header 
[h] mmc_register,h 7KB C/C++ Header 
|e] mmc util.c ISKB C Source 

in] r | 4KB C/C++ Header 


Figure 4-17. The Source File List of Sample MMC(or HSMMC) Host Device Driver 


You can open them to see how they are implemented. You can write your MMC(or 
HSMMC) host device driver suitable to your target with the given sample MMC(or 
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HSMMC) APIs. The sample HSMMC APIs are similar to the sample MMC APIs. MMC 
Device Driver support only 1 bit bus transfer mode. If you want to use a 4 bit or 8 bit 
transfer mode, you have to use the HSMMC. 

For its development, you can refer to Appendix “II. MMC (or HSMMC) Host Device 
Driver APIs.” 


The following table summarizes sample MMC(or HSMMC) APIs and features. 


Table 6. MMC(or HSMMC) APIs 


MMC APIs Descriptions 
mmc_init_driver | It initializes MMC(or HSMMC). 
mmc_is_ready It returns whether MMC(or HSMMC) initialization is fail or 
success. 
mmc_read It reads data per sector from MMC(or HSMMC). 
mmc_write It writes data per sector on MMC(or HSMMC). 
mmc_get_stat It retrieves the information of MMC(or HSMMC) device. 


You can find the feature of MMC(or HSMMC) host device driver you have to implement, 
through the above listed APIs. 


TFS4 file system requests read/write operation in sector (512 byte), physical information, 
etc. to MMC(or HSMMC) host device driver. You don’t have to implement other 
features of MMC(or HSMMC) like lock/unlock, password, and force erase, because TFS4 
file system does not use them. 


The following is the data structures of MMC(or HSMMC) host device driver. 
Table 7. Data Structure of MMC(or HSMMC) Host Device Driver 


typedef struct { 

t_uint32 uiDevSize; 
t_uint32 uiSectorSize; 
vant 32 uiNumSectors; 
t_uints8 bSectorsPerTrack; 
t_uint8 bTracks; 

t_uint16 wCylinders; 
t_uint32 uiWPGroupSize; 
t_uint32 uiWPStatus; 
t_uint32 uiProductSN; 
t_uint16 wOemID; 

t_uints8 bManID; 

t_uints8 bProductRev; 
t_int8 chProductName [6]; 
t_uint8 bManDate; 

t_uint8 bReserved; 

} t_mmc_info; 
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The following table shows the data structure description of MMC(or HSMMC) host device 
driver. 


Table 8. Data Structure Description of MMC(or HSMMC) Host Device Driver 


MMC Data Structure Description 

uiDevSize MMCv(or HSMMC) device size in byte 

uiSectorSize Sector size in byte. 

uiNumSectors Number of sectors 

bSectorPerTrack Number of sectors per track 

bTrack Number of tracks. It means a head count in C/H/S 

conversion 

wCylinders Number of cylinders 

uiWPGroupSize Number of sectors in a write protection group 

uiWPStatus Write protection status 

uiProductSN Product serial number 

wOemID OEM/application ID 

bManID Manufacturer ID 

bProductRev Product revision number 

chProductName[6]; | Product name 

bManDate Manufacturing date. YYYYMMMM(b). year: YYYY(b) + 
1997 
month: MMMM(b) 

bReserved Reserved for future use 


If TFS4 file system requires MMC(or HSMMC) information, MMC(or HSMMC) host 
device driver has to read the register value of MMC(or HSMMC) and pass them to TFS4 
file system. 


bSectorPerTrack, bTracks, and wCylinders are geometric values and do not exist in 
MMC(or HSMMC). They are calculated by using tfs4_pdev_get_geometrics() in the 
tfs4_pdev.c file. Refer to sample MMC(or HSMMC) host device driver. 


The following shows the implemented MMC(or HSMMC) host device driver for 
ReindeerPlus; a device driver depends on target hardware. 


Table 9. Sample MMC(or HSMMC) Host Device Driver for ReindeerPlus 


t_int32 mmc_init_driver (void) 

t_int32 mmc_is_ready (void) 

tant sZ mmc_read (t_uints8 *pBuf, t_uint32 
uiStartSector, t_uint32 uiNumSectors) 

t_int32 mmc_write (t_uint8 *pBuf, t_uint32 
uiStartSector, t_uint32 uiNumSectors) 

void mmc_get_stat (t_mmc_info* pBuf); 


You can write a MMC(or HSMMC) host device driver considering your target like the 
above sample. API is same, however the implemented source can be different depending 
on the target. 
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4.2.3. Bad Sector Manager 


Now TFS4 v1.5 supports a new feature, bad sector manager that implements filter driver 
layer at the logical device driver level. When using magnetic disk as storage device, bad 
sectors can put the file system into trouble, such like long delay time during operation or 
catastrophic corruption. While the FTL that controls NAND Flash Memory conceals initial 
bad blocks from upper layer application, most magnetic disks don’t handle bad sectors. 


Bad Sector Manager is implemented as a filter driver. It intercepts all requests from the 
upper layer (FAL) and preprocesses them. When it receives a request (read or write), it 
checks whether the requested range of logical sector is on a bad sector, of which list are 
managed by bad sector manager. If then, bad sector manager may split and redirect the 
requests to the backup device. 


FAL Physical Device Driver Stub oo 


(for XSR or MMC} Driver 


(A) TFS4 Logical Device Driver Architecture 


Bad Sector Physical Device 7" HDD 
= é c i al E ( ee Driver 


(B) Deploying bad sector manager to HDD 


Physical Device HDD 
Driver Stub y Driver 
Bad Sector (for HDD) 
FAL Manager : : 
(with Backup Device) ¢ Physical Device Z 2 XSR 


Driver Stub i 
(tor XSR) Driver 


(C) Deploying bad sector manager to HDD using XSR as backup device 


Figure 4-18 Deploying Bad Sector Manager 


Following code snippet shows you an example of deploying bad sector manager to a 
hard-disk drive. 

// Declaration 

#define BSM_INIT 

#include "tfs4_bsm.h" 

DECLARE_DEVICE_CONTEXT (myhdd, "/dev/hdd" ) ; 


// Physical Device Registration for myhdd1 
tfs4_pdev_hdd_get_op (&stOp1) ; 

tfs4_bsm_init_ex (PDEVICE_CONTEXT (myhdd), &stOpl, NULL, 0); 
tfis4_bsm_get_op (PDEVICE_CONTEXT (myhdd), &stOp); 
tfs4_pdev_reg(&stOp, TRUE, TRUE); 


Following code snippet shows you another example of deploying bad sector manager to a 
hard-disk drive using XSR as a backup. 

// Declaration 

#define BSM_INIT 

#include "tfs4_bsm.h" 

DECLARE_DEVICE_CONTEXT(myhdd, "/dev/hdd"); 


// Physical Device Registration for myhdd2 

tfs4_pdev_hdd_get_op (&stOp1) ; 

tfs4_ pdev_nand_xsr_get_op (&stOp2) ; 

tfs4_bsm_init_ex (PDEVICE_CONTEXT (myhdd), &stOpl, &stOp2, 
OxFOOO00); 
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tfis4_bsm_get_op (PDEVICE_CONTEXT (myhdd), &stOp); 
tfs4_pdev_reg(&stOp, TRUE, TRUE); 


Table 10 Bad Sector Manager APIs and Macro 


BSM APIs and Macro Descriptions 

tfs4_bsm_init_ex Initialize BSM device and specify main device and 
backup device. 

tfs4_bsm_get_op Get a physical_device_op structure of BSM device. 
tfs4_bsm_format Build initial data structures of BSM device. 
tfs4_bsm_reallocate Add alternate translation rule to the BSM device. 
DECLARE_DEVICE_CONTEXT | Create an instance of BSM device 
PDEVICE_CONTEXT Returns a pointer to an instance of BSM device 


4.2.4. Common IOCTLs 


Lower hardware driver such like XSR, MMC, or other devices may handle additional 
IOCTLs for supporting device-specific features. Currently, following IOCTLs are defined. 
Implementation of devices that does not support these features may ignore the requests. 


enulOCTL_GET_LASTERROR 

When requested, IOCTL function should return the length of sectors successfully 
written or read at the previous write or read request. For example, if an error occurred 
while writing 55" sector at the previous write request, pflOCTL of the driver 
implementation should return 54 as its return value. 


4.2.5. TFS4 Porting 


This section describes how TFS4 is ported to your target. Mostly, what you have to do for 
TFS4 porting in this section is writing the source codes related with your target and RTOS. 
Then, you have to define it in the header file. 


This is a source file list to configure from the TFS4 source files. 


Table 11. TFS4 Source Files Being Ported to Target 


Dependency Porting Parts Source files to Header file to 
configure define 

Target Memory configuration tfs4_memory.c tfs4_config.h 

RTOS Semaphore tfs4_semaphore.c tfs4_semaphore.h 
configuration 
Error Number tfs4_errno.c tfs4_errno.h 

Target TTY configuration tfs4_tty.c tfs4_tty.h 

Device Time configuration tfs4_time.c tfs4_time.h 
Unicode configuration tfs4_unicode_xxx.c tfs4_unicode_char.h 
TFS4 Interface with | tfs4_pdev_nand_xsr.c | tfs4_pdev_nand_xsr. 
XSR h 
TFS4 Interface with | tfs4_pdev_mmc_rein | tfs4_pdev_mmc_rei 
MMC(or HSMMC) host | deer_plus.c ndeer_plus.ch 
device driver 
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You can find almost all of the files in the directory 
“CA\TFSATFS4\OAL\NUCLEUS\SRC” 
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4.2.5.1. Memory configuration 


There are two types of memory allocation from OS: 


O Memory pool: Nucleus, RTKE 
O Plain memory: pSOS, Linux 


Memory pool is a preoccupied memory region for use. TFS4 memory pool can be created 
when OS or TFS4 is initialized. If the memory pool is created when TFS4 initialization, 
you have to write a tfs4_memory_init () function. 


If your target OS has a plain memory type, target OS dynamically allocates a TFS4 
memory. In that case, you don’t have to do nothing in tfs4_memory_init (); it 
always returns 0. Set bIsMemoryInitialized as true. If memory initialization is 
success, then it returns 0, success. 


This section shows TFS4 memory configuration with a sample code, which is 
implemented based on Nucleus. 


<TFS4 memory configuration for Nucleus> 


In the provided TFS4 source files, there is an implemented source for memory allocation 
as a sample. It is implemented for Nucleus. 


1. Execute an ADS 1.2, a build tool, on your host. 


2. Open a tfs4_memory.c. The file directory path is C'\TFS4\TFS4\O0AL\NUCLEUS\SRC. 


=e sd 
+ PLATFORM 
- TEST 
Si TFS4 

& Pl 
‘(Gg BASE 
© BSM 
4 BUILD 


© FAL 
€ KFAT 


€& OAL 

€& NUCLEUS 
© INC 
St 


#4 User_Doc 


Figure 4-19. Directory Path of tfs4_memory.c 
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3. The tfs4_memory.c file is opened on ADS 1.2 editor as follows. 


he (= hee Boe of» Paths | CAVTPREWTFSENOALSRLICLELESW SACHS memory. i 
miatic t wink bi eHemorylnitiaslioed = fale ra 
= purpose initislize mesory eensgez 

‘LOprat 

Padds address 
qutput 

trum if it ap valid 

Fale=s othersize 
nota 


TSaerifion ht z£tory 


Lied pie init _ waded) 


if (bIstesorylnitislized ©" false } 
I 


status = I_Creste_He 
[pode }Ti 
at, status |= gl 


return TI 


alia 


Fetarn TRS4_ETWIT_aLReaDy 
} 


Figure 4-20. tfs4_memory.c 
For Nucleus, a memory pool is used for memory allocation. When TFS4 is initialized, the 
memory is allocated from the memory pool. 
You have to add a function for the memory pool creation function in the 


tfs4_memory_init () as the above. The code for creating the Nucleus memory pool, 
NU_Create_Memory_Pool, is already implemented as a sample. 


TFS4 v1.5.0 Porting Guide 54 


SAMSUNG OFGIT. ul 


4. This is an implementation guideline according to target OS and memory allocation type. 


Table 12. Memory-related Implementation Guideline 


OS Memory allocation Implementation 
type 

Nucleus, Memory pool OS creates a|tfs4_memory_init() returns 0, 

RTKE memory pool because OS already created a 
memory pool. 
You have to define the TFS4 memory 
pool name in tfs4_memory.h as 
follows. 
#define 
TES4_MEMORY_POOL_NAME 

TES4 Memory 
It is to notify a memory pool name to 
TFS4 
TFS4 creates a | You implement a function for 
memory pool memory pool creation. 

Currently, the memory pool creation 
function for Nucleus is implemented 
in tfs4_memory.c/h. 

pSOS, Linux | Plain memory OS dynamically allocates a TFS4 
memory. You don’t have to do 
nothing in 
tfs4_memory_init (); it always 
returns 0. 


According to your target RTOS, you have to make TFS4 use a memory; it is whether a 
memory pool is used or not. 


5. This is the 


implemented sample source for using a memory pool in tfs4_memory.c. 


Those are developed on Nucleus. 


Table 13. Implemented Memory-related Sources on Nucleus 


#include 
#include 


#include 
#include 
#include 
#include 
#include 


<stdio.h> 
<ctype.h> 


"tfs4_ types.h" 
"tfs4_memory.h" 
"tfs4_debug.h" 
"tfs4_errno.h" 
"tfs4_oal.h" 
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NU_MEMORY_POOL TFS4_ Memory; 


static t_uint32 bIsMemoryInitialized = false; 


/* purpose : initialize memory manager 
input 
pAddr : address 
output 


true if it is valid 
false otherwise 
note 
revision history 
*/ 
t_int32 
tfs4_memory_init (void) 
{ 
if (bIsMemoryInitialized == false ) 


{ 
STATUS status; 


status = NU_Create_Memory_Pool (&TFS4_MEMORY_POOL_NAME, 


"TES4 MEM", 
(void*) TFS4_MEMORY_START_ADDR, 
TFS4_MEMORY_POOL_SIZE, 50, NU_FIFO); 
if( status != NU_SUCCESS) 
{ 


return TFS4_EPANIC; 
} 
bIsMemoryInitialized = true; 
} 
else 


{ 


return TFS4_ EINIT_ALREADY; 
} 
return 0; 


} 


/* purpose : reset memory manager 
input 
none 
output 
0 on success 
< 0 on failure 
note 
revision history 
*/ 
t_int32 
tfs4_memory_reset (void) 


{ 


//// add memory manager reset code here 
STATUS status; 


if (bIsMemoryInitialized == true ) 
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status = 
NU_Delete_Memory_Pool (&TFS4_MEMORY_POOL_NAME) ; 
if( status != NU_SUCCESS) 


{ 


return TFS4_EPANIC; 


} 


bIsMemoryInitialized = false; 


return 0; 


/* purpose : check if the given memory address is valid 
input 
pAddr : address 
output 


true if it is valid 
false otherwise 
note 
revision history 
ao 
t_uint32 
tfs4_is_valid_addr(void *pAddr, t_uint32 dwSize) 
{ 
t_uint32 dwAddr; 


dwAddr = (t_uint32) pAddr; 


if (pAddr != NULL) 
{ 
if ((dwAddr >= TFS4 MEMORY _START_ADDR) && 
(dwAddr + dwSize) <= (TFS4_MEMORY_START_ADDR + 
TFS4_MEMORY_POOL_SIZE) ) 
{ 


return true; 


} 


else 


{ 


return false; 


return false; 


/* purpose : allocation memory 


input 
nSize : allocation size 

output 
0 > : Success and available pointer 
0 : Memory allocation fail 
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note 
revision history 
26-MAR-2004 [DongYoung Seo]: First Writing 
x / 
void * 
tfs4_memory_alloc(t_uint32 nSize) 
{ 


void *pMem; 


Ef NU_Allocate_Memory (&TFS4_MEMORY_POOL_NAME, &pMem, 
nSize, NU_NO_SUSPEND) != NU_SUCCESS ) 
{ 
return NULL; 
} 


return pMem; 


/* purpose : deallocate memory 
input 
pMem : pointer of memory 
output 
none 
note 
revision history 
26-MAR-2004 [DongYoung Seo]: First Writing 
i 
void 
tfs4_memory_free(void *pMem) 
{ 
NU_Deallocate_Memory (pMem) ; 


The following explains the above sample source codes of being ported to Nucleus. 


Table 14. Description of Sample Source Codes 


Function Description 


tfis4_memory_init TFS4 initializes the memory pool as follows: 


- If OS creates a TFS4 memory pool, 
tfs4_memory_init () returns 0. 


- If TFS4 creates its own memory pool, 
tfs4_memory_init() creates the TFS4 memory pool. 
tfs4_memory_init() returns 0 on success, and returns 
-1 on failure from the implemented function. 


To confirm if tf£s4_memory_init() is successfully 
performed, bIsMemoryInitialized should be set as 
true. 
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tfs4_memory_reset | TFS4 resets the created memory pool as follows: 


- If OS creates a TFS4 memory pool, 
tfs4_memory_reset () returns 0 on success. It does not 


mean the memory pool is deleted, because it is created by 
OS. 


- If TFS4 creates its own memory, 
tfs4_memory_reset () deletes the TFS4 memory pool. 
tfs4_memory_reset() returns 0 on success and 
bIsMemoryInitialized should be set as false. 


If the memory pool is not removed, 
tfs4_memory_reset returns -1 from the implemented 
function and bIsMemoryInitialized is not changed. 


tfs4_memory_alloc | It functions same as malloc() of standard library. It is 
called while tfs4 is running. It returns the starting address of 
the allocated memory on success, and it returns NULL on 
failure. 


tfs4_memory_free It functions same as free () of standard library. It is called 
while tfs4 is running. It releases the allocated memory. 


In order to implement a memory pool creation function suitable for your target OS, you 
have to modify the internal function of the tfs4_memory_init(), 
tfs4_memory_reset(), tfs4_memory_alloc(), and 
tfs4_memory_free(). 


Currently, the memory pool related functions for Nucleus are implemented in 
tfs4_memory.c. 


6. If your target OS is Nucleus and you creates a memory pool, you have to define the 
TFS4 memory pool name in tfs4¢_memory.h as follows. 
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Figure 4-21. Define a Memory Pool Name in tfs4_memory.h 


It is to prevent errors from where allocation and free function is implemented. 


7. If you implement a source code for memory allocation of target OS, define them in 
tfs4_config_base.h file as follows. 


#define TFS4 memcpy(a. b, c) 
#define TFS4 memset(a, b, c) 
#define TFS4_memcmp(a, b. c) 


#define 
#define 


TFS4_malloc({a) 
TFS4_free(a) 


Line 120 Col2 | \«| | 


memcpy({a). (b). (c)) 
memset(fa}. (b). (c)) — 
mememp((a), (b), (c)) 
tfis4_memory_alloc(a) 
tis4_memory_free(a) 

IZ 


Figure 4-22. Define a tfs4_memory_alloc in tfs4_config_const.h 


In the current version, memcpy, memset, 


and memcmp use a standard library. Modify 


tfs4_config_const.h to use the user-created function, instead of compiler-supported library. 
If they are not running, you need to implement them such as TFS4_malloc or 
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TFS4_free. 


Now you’ve done the TFS4 memory configuration. 


Reference 


- TARGET_SDRAM_START_ADDR and TARGET_SDRAM_START_ADDR is 
physical address of SDRAM. 


- TFS4_MEMORY_POOL_NAME, TFS4_MEMORY_START_ADDR, and 
TFS4_MEMORY_POOL_SIZE are added for Nucleus RTOS in tfs4_memory.h. 

For Nucleus, the values are necessary for creating a memory pool. But they are not needed 
for pSOS or Linux. 


- TFS4_MEMORY_START_ADDR and TFS4_MEMORY_POOL_SIZE should be set, with 
reference to a memory map; the memory map is specified by OS porting policy. It is to 
prevent overlapping with another pool. 


For Nucleus, a memory pool created by tf£s4_memory_init() is shared with XSR. 
Thus, the memory pool size should be set enough. 


Note 


- We plan to modify XSR to use its own memory pool, not shared with TFS4 memory 
pool. 


- For more information of memory pool size, refer to the memory usage of TFS4 in 2.2 
Target. 


4.2.5.2. Semaphore configuration 
Semaphore is to prevent other users from opening the same file or directory at that time 
when a file or directory is opened. It makes it possible to keep a same file or directory 
open but do not read/write access at same time. Its purpose is to preserve the integrity of 
data while you are using it. 


TFS4 uses a semaphore when a file or directory is accessed. But the TFS4 semaphore can 
be created by OS or TFS4 at different time, according to OS. It can be created when: 


OOS initialization 
Semaphore is already created on memory when OS porting. TFS4 uses the created 
semaphore. When TFS4 needs a semaphore, the created semaphore address is returned. 
For that case, you have to implement a tfs4_sm_p() andtfs4_sm_v() to obtain and 
release the OS-created semaphore. 


QO TFS4 initialization, termination 
Semaphore is dynamically created when a tfs4_init() is executed. You have to 
implement tfs4_sm_create(), tfs4_sm_delete(), tfs4_sm_p(), and 
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tfs4_sm_v(). They should be suitable for target OS. After TFS4 creates a semaphore 
by tfs4_sm_create(), semaphore is actually retrieved by tfs4_sm_p() whena 
file or directory is accessed. For Nucleus and pSOS, that rule is applied. 


TFS4 uses two types of semaphores: 


- Directory semaphore 
- File semaphore 


When TFS4 tries to create a semaphore, the semaphore type is checked by the semaphore 
name as a parameter. Only one semaphore is created when a semaphore is called. 


<TFS4 semaphore configuration for Nucleus> 
In the provided TFS4 source files, there is an implemented source for semaphore creation 
as a sample. It is implemented for Nucleus. 


1. Execute an ADS 1.2, a build tool, on your host. 


2. Open a tfs4_semaphore.c. The file directory path is 
“C:A\TFS4TFS4\0OAL\NUCLEUS\SRC”. 


3. The tfs4_semaphore.c file is opened on ADS 1.2 editor as follows. 
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if 
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. =! 
z heir x Li = 
SRatLO. &_UwLaE Dini tislizced = false: 
= parpoaa 2ftale 6 semsphore variable 
LEput 
poap eeeaphote raerlable pointer 
Pedife | seeephooe's veer none 
flaitial Comme LHitial Peo cour | O) 
Catput 


0 om succes 
0 en daclure 
Boks 
Tevision history 
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187 -P004 | Bongicung Gen] ddd for Yatarkes 
e 
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Tato wiabom @ Seeephores creskticn cietus #* 

Sd etrcpy pop tote, oe 


* Create o seesphore vith am initisl coat of 1 and priority 
order task suspension « 


atatum * W_ Crest ceSphore(ipoep=1a SH aelaed, nlattielCoan!. ceash_FIFO) 
tf (states =" FO_TMVELID_S9SPEWD) 
1 


celern env=SH_IKVALID_SOSPEND 


else if (statue == _IWVaLll_ SEREPHORE) 
4 
Setern mnwESH_ INVALID SEXAPHOSE 
1 
else if (stetue == j_Sil 1 
i 
feliann 0 
} 
eine 
1] 
Felwnn anwlSh_UWRROEH: 


ce) | fa 
Figure 4-23. tfs4_semaphore.c 


4. Semaphore configuration depends on target OS. This is the semaphore implementation 
guideline depending on target OS. 


Table 15. Semaphore Implementation Guideline 


OS Semaphore Creation Type Implementation 

RTKE OS creates a semaphore Configure the semaphore related 
functions in the 
tfs4_semaphore.c/h file 

Nucleus, pSOS TFS4 creates a semaphore Implement the semaphore related 
functions such as the following 
functions in the 
tfs4_semaphore.c/h file: 


TFS4 v1.5.0 Porting Guide 63 


SAMSUNG OFGIT. ul 


- Create: tfs4_sm_create () 
- Delete: t£s4_sm_delete () 
- Obtain: tfs4_sm_p() 

- Release: tf£s4_sm_v() 


They should be implemented for 
your OS. 


5. You can find the implemented source based on Nucleus, pSOS, and RTKE in the 
tfs4_semaphore.c/h file. You should define the OS in the tfs4_config_const.h file for using 
the implemented source. 


If you use different target OS like Linux, you should add the semaphore related source 
code suitable for the OS. 


<For implementing the semaphore functions on another OS> 


6. Define the OS-defined variable type with t_semaphore in the tfs4_semaphore.h file 
as follows. 


Table 16. type definition OS-Defined Variable 


#if (TFS4_OS == TFS4_ NUCLEUS) 

typedef NU_SEMAPHORE t_semaphore; //// for Nucleus 
#felif (TFS4_OS == TFS4_ WIN32) 

typedef HANDLE t_semaphore; //// €or Windows 

#elif (TFS4_OS == TFS4_PSOS) 

typedef unsigned long t_semaphore; //// for pSOS 

#felif (TFS4_0OS == TFS4_RTKE) 

typedef unsigned char t_semaphore; //// for RTKE 
#else 

typedef t_uint32 t_semaphore; //// for Others 

#endif 


It is to change the OS-defined variable type to commonly used one for TFS4, 
t_semaphore, when semaphore sources are compiled. 


7. Each OS has different type of semaphore structure. Thus, the semaphore structure of 
tfs4_semaphore.h has to be modified, according to OS. 


The following shows the OS-defined arguments of semaphore functions. 


Table 17. Typedef OS-Defined Argument 


typedef enum { 
enuSM_PRIOR = NU_PRIORITY, 
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enuSM_FIFO = NU_FIFO, 
enuSM_SUSPEND = (t_int32)NU_SUSPEND, 
enuSM_NO_SUSPEND = NU_NO_SUSPEND 

} t osm; 


It is to change the OS-defined structure to commonly used one for TFS4 when semaphore 
sources are compiled. 


8. The following describes the semaphore functions implemented in the tfs4_semaphore.c 
file. You can use them if your target OS is Nucleus, pSOS, and RTKE. 


If not, you can newly implement properly them according to your target OS, by referring 
to semaphore functions your OS provides, in the tfs4_semaphore.c file. 


Otfs4_sm_create() 
To use a semaphore for TFS4, the semaphore should be created first. TFS4 semaphore can 
be created when OS or TFS4 is initialized according to OS. 


Here is the tfs4_sm_create() implemented for Nucleus; Nucleus use the 
TFS4-created semaphore. You can just use the implemented source code by defining the 
OS in the tfs4_config_const.h file. 


t_int32 
tfs4_sm_create(t_tfs4_semaphore *pSmp, t_int8 *szName, t_uint32 nInitialCount) 


STATUS status; /* Semaphore creation status */ 
TFS4_strcpy(pSmp->sName, szName); 


/* Create a semaphore with an initial count of | and priority 
order task suspension. */ 


status = NU_Create_Semaphore(&pSmp->stSM, szName,  niInitialCount, 
enuSM_FIFO); 
if (status == NU_INVALID_SUSPEND) 


{ 
return enuESM_INVALID_SUSPEND; 


} 
else if (status == NU_INVALID_SEMAPHORE) 


{ 
return enuESM_INVALID_SEMAPHORE; 


} 
else if (status == NU_SUCCESS) 
{ 


return 0; 
} 
else 
{ 
return enuESM_UNKNOWN; 
} 
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It depends on OS. If OS already created a semaphore, t£s4_sm_create() returns 0. 


TFS4 needs two semaphores; a file semaphore and directory semaphore. They can be 
checked by szName asatfs4_sm_create() parameter. It returns 0 on success and an 
error on failure; the returned error is defined in t_sm_error structure in the 
tfs4_semaphore.h. file. The file semaphore name is "TF IL,” and the directory semaphore 
name is “TDIR.” 


Os tfs4_sm_delete() 
This function deletes a semaphore. You have to implement tfs4_sm_delete() 
according to the target OS. 


Here is the tf£s4_sm_delete() implemented for Nucleus, pSOS, and RTKE in the 
tfs4_semaphore.c file. 


t_int32 
tfs4_sm_delete(t_tfs4_semaphore *pSmp) 
{ 

STATUS status; 


status = NU_Delete_Semaphore (&pSmp->stSM) ; 
if (status != NU_SUCCESS) 
{ 
return enuESM_UNKNOWN; 
} 


return 0; 


It returns 0 on success and an error on failure; the returned error is defined by the 
t_sm_error structure in the tfs4_semaphore.h.file. You can use the implemented source 
code just by defining the OS in the tfs4_config_const.h file. 


O tfs4_sm_p(Q) 
This function obtains the created semaphore. You have to implement tfs4_sm_p() for 
target OS. 


Here is the t£s4_sm_p() implemented for Nucleus, pSOS, and RTKE 


t_ant32 
tfs4_sm_p(t_tfs4 semaphore *pSmp) 
{ 


STATUS status; 
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status = NU_Obtain_Semaphore (&pSmp->stSM, 
(t_uint32) enuSM_SUSPEND) ; 


if (status != NU_SUCCESS) 
{ 

return enuESM_UNKNOWN; 
} 


return 0; 


It returns 0 on success and an error on failure; the returned error is defined by the 
t_sm_error structure in the tfs4_semaphore.h.file. You can just use the implemented 
source code by defining the OS in the tfs4_config_const.h file. 


O tfs4_sm_v() 


This function releases the semaphore. You have to implement tfs4_sm_v() for target 
OS. 


Here is a sample implementation of tfs4_sm_v() for Nucleus, pSOS, and RTKE. 


t_int32 
tfs4_sm_v(t_tfs4_ semaphore *pSmp) 
{ 


STATUS status; 


status = NU_Release_Semaphore (&pSmp->stSM) ; 


if (status != NU_SUCCESS) 
{ 

return enuESM_UNKNOWN; 
} 


return 0; 


It returns 0 on success and an error on failure; the returned error is defined by the 
t_sm_error structure in the tfs4_semaphore.h. You can just use the implemented source 
code by defining the OS in the tfs4_config_const.h file. 
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4.2.5.3. Error Number store 


Error number (errno) has to be stored on memory to return an error number when directory 
or file operation occur the error. 


Since Linux or Windows is running on its own memory, the error number of a process is 
not changed by another process even if the error number is defined as global variable. 


But RTOS like Nucleus or pSOS shares memory. A global variable can be accessed by any 
task on RTOS. It happens that the error number of a task can be changed by another task. 
For that reason, error number has to be stored on separate task; Nucleus does it. But, for 
pSOS it is not implemented yet. 

Nucleus has a reserved region inside TCB (Task Control Block) that stores the task 
information including the errno. pSOS is designed to store the task information on global 
region. If you use another OS, you have to specify a region for storing an error number 
depending on your OS. 


Storing the error information, errno, is composed of two functions: 


- tfs4_err_set_errno() 
- tfs4_err_get_errno() 


tfs4_err_set_errno() sets an error number to the errno, which is retrieved as an 
integer parameter, on separate task region. tfs4_err_get_errno() returns an errno 
from the separate task region. 


By implementing the above functions according to your target OS, you can check the latest 
error and what it is. 


This section shows TFS4 error number-store configuration with a sample code, which is 
implemented based on Nucleus. 


<TFS4 error number-store configuration for Nucleus> 
1. Execute an ADS 1.2, a build tool, on your host. 
2. Open a tfs4_errno.c. The file directory path is “C:\TFS4\TFS4\OAL\NUCLEUS\SRC.” 


3. The tfs4_errono.c file is opened on ADS 1.2 editor as follows. 
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fendif 
! returm 0 
J 
Li 
Purp ast Srimcg 
inoue 
ane 
out pat 
etter piisber 
poke 
Petar ecrer code ja valid only ¢hekh oh error Secure 


Tetisica history 
03-OCT-2003 [Dengfeung Seo Firat miieng # 
123-007-2003 {Dons Youns Seo}. ddd Waolews bug opk toa 
4 PF mat Teno! Pei} 
BUL_LTaSK @plurTask © Al_ Currant Task Pointe, | 


Fildet AU_OESS 
return pourTesk-tto_spp_reserved_1; 
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- 
Line ol P| | a] | fa 
Figure 4-24. tfs4_errno.c 
In case that your target OS is Nucleus. 


But if you use other target OS, you have to implement the above two functions according 
to the OS. 


4.2.5.4. TTY configuration 
TTY is the most widely used type of emulation for PC computer communications. 


In TFS4, TTY has to be configured for using a test shell. It is to get a debugging message 
from target while TFS4 or XSR is running on target, through UART. You can configure it 
at tfs4_tty.c file according to your target; functions are already implemented in 
tfs4_tty.c/h. 

< TTY configuration of TFS4 > 


1. Execute an ADS 1.2, a build tool, on your host. 
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2. Open a tfs4_tty.c. The file directory path is °C:\TFS4\TFS4\OAL\NUCLEUS\SRC”. 


3. The tfs4_tty.c file is opened on ADS 1.2 editor as follows. 


Finclude tetdio.h> 
finclude cctype he 


finclude “tts4_config.h* 

fincluds "thsd_internal 4" 

finclude “tfisd tty.h" 

Fit (TFS4_HaAS_STDARG_H == 1) 
finclude ¢stdarg. hh: 

Fendit 

fifdel — cplusplus 

extern “C" 

fendal -*-* _ cplusplus 


extern void UARToendStringtint teap., char pt): 
extero int UARTGetString{int dvTeap, char string): 


| 
fildet _ cplusplus 
fendi “ef? —ioplueplus 


* 


ERR TCR R RRR Rea 


FONCTION tint32 tisd_get_cher(.._} 
PURPOSE . get » char 
ARGUMENTS 
RETURHS | None 
Tevision hist 
20-OCT-2003 [Deng¥ouns Seo] sodafy for Hucleus 
-intia2 
Esd_get_ char( void) 
tantd2 i: 
tant® peCommend[128]; 


DAnTGetString{ 0. peComeaned) : 
1 o= psCommand[ 0]: 


Teburo i: 


® FUNCTION . void tisd_qet_anti{...} 
= 
= PURPISE et int value 

= 

= ARCUKENTS 
‘Dinesh Cale) | a 


Figure 4-25. tfs4_tty.c 
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The following represents the syntaxes of the implemented source codes based on the 
UART device driver of ReindeerPlus to get or print a text from target. 


t_int32 tfs4_get_char (void) 

t_int32 tfs4_get_int (void) 

t_int32 tfs4_gets(t_int8 *pBuff) 

void tfs4_printf(const t_int8 *fmt,...); 


4. You have to configure them appropriately to your target in order to use UART device. 


Notice 


UART is to print the debugging information for TFS4 while TFS4 is tested. Input code is 
implemented in the tfs4_tty.c file. The input functions are tfs4_get_char(), 
tfs4_get_int(), and tfs4_gets(). 


4.2.5.5. Time configuration 


Time configuration needs to be done for TFS4 to get a specific time when file or directory 
is created, accessed, or written. 


It depends on OS or compiler. It is implemented in tfs4_time.c and tfs4_config_base.h. 
This section shows TFS4 time configuration with a sample code, which is implemented 
based on Nucleus. 

<TFS4 time configuration for Nucleus> 

1. Execute an ADS 1.2, a build tool, on your host. 


2. Open a tfs4_time.c. The file directory path is °C:\TFS4\TFS4\OAL\NUCLEUS\SRC”’. 


3. The tfs4_time.c file is opened on ADS 1.2 editor as follows. 
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finclude <stdio.h> Q 
Finelida tetype hs a 
Tinclude “tfsd_config.b* 

Fineclude “tlsd_tnternal  h* 

finclude “tfisd_tise h* 


TLE (CTFS4_HAS_STS_TIHE_H #= 1) 
Finclude taeys"tise h> 
Tendzi 


fii (TRE4_HkS URISTE_LH == 1) 
Tinclude canistd.hr 


Fendif 
“a PUT pose Teturm loos] tine 
ingest 
nome 
output 
Beriact te pointer 
Bote : 


revision history 
7h—TAH-2004 [Doagtoung Seo]; tise_date = time HOLL) ==) bieetetioe_ deta) 
[ Reescm pacs time} apo destroy address O | 
- 


struct th = 
teed loos ltiselsoid) 


{ 
tine_t tine_data: 
tise dete = tfed_tieelitimes_datal: 
return Local time/ktise data). 
} E_| 
“@ Purpose | Gel CUErEnRE tise in timeval structure 
unpat 
her bomevel pointer 
atrauct timeval [ 
long Ev_sec: 2 gaconds 
long t¥_ugec: ¢* sicroseconds 
h: 
ta time pone pointer (should be HULL} 
out pris 
0 ob stocEEs 
i fD on failure 
mote 
revision histery 
28-0CT-2004 [Dong¥oung Soe] add tor Vaork=: 
ae 
t_untiz 
tisd_ gettimsofdey{struct tisevel #tw) 
i 
Fil’ (TFS4_ 2S GETTIBEOEDAY == 1} = 
inet Corn iad of Me 


Figure 4-26. tfs4_time.c 


The following represents the syntaxes of the source codes implemented to get or print a 
text from target. 


struct tm *tfs4_localtime (void) 

t_int32 tfs4_gettimeofday (struct timeval *tv) 

void tfs4_get_time(t_uint16 *pwDate, t_uint16 *pwTime, t_uint8 
*pbMSec) 
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You have to configure them appropriately to your target OS or compiler. 


-tfs4_localtime() returns a local time by storing the current time ina struct tm. 
- tfs4_gettimeofday() returns the current time by storing it in a struct 
timeval. Itis calledintfs4_get_time(). Iftfs4_localtime() is composed, 
the t£s4_localtime() is called. 

- tfs4_get_time() stores a date and time separately as described in the 
tfs4_stat() of TFS4 Programmer’s Guide. 


Reference 


<Date and Time Formats> 

Many FAT file systems do not support Date/Time other than DIR_WrtTime and 
DIR_WrtDate. For this reason, DIR_CrtTimeMil, DIR_CrtTime, 
DIR_CrtDate, and DIR_LstAccDate are actually optional fields. DIR_WrtTime 
and DIR_WrtDate must be supported, however. If the other date and time fields are not 
supported, they should be set to 0 on file create and ignored on other file operations. 


<Date Format> 

A FAT directory entry date stamp is a 16-bit field that is basically a date relative to the 
MS-DOS epoch of 01/01/1980. Here is the format (bit 0 is the LSB of the 16-bit word, bit 
15 is the MSB of the 16-bit word): 


- Bits 0.4: Day of month, valid value range 1-31 inclusive. 
- Bits 5.8: Month of year, 1 = January, valid value range 1.12 inclusive. 
- Bits 9.15: Count of years from 1980, valid value range 0.127 inclusive (1980.2107). 


<Time Format> 

A FAT directory entry time stamp is a 16-bit field that has a granularity of 2 seconds. 

Here is the format (bit 0 is the LSB of the 16-bit word, bit 15 is the MSB of the 16-bit 
word). 


- Bits 0.4: 2-second count, valid value range 0.29 inclusive (0 . 58 seconds). 
- Bits 5.10: Minutes, valid value range 0.59 inclusive. 


- Bits 11.15: Hours, valid value range 0.23 inclusive. 


The valid time range is from Midnight 00:00:00 to 23:59:58. 


16 Bit 11 9 5 (0) 
Date Year Month Date 
Time Hour Min. Sec. 


Figure 4-27. Data Format of Date and Time 
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4.2.5.6. TFS4 Interface with XSR 


This section describes the XSR configuration. It is for TFS4 to use XSR, not for XSR 
configuration itself. 


TFS4 uses XSR to perform several operations to Physical NAND device. Thus, you have 
to configure the NAND device setting. 


XSR v1.4.0 provides multi-partition for file system. It make several file system device on a 
physical NAND. TFS4 also support XSR multi-partition feature. 


This is a sample codes to use XSR v1.4.0. It assumes two partitions for file system on BM. 
The partition information is like below 
We assume that the NAND Device has 1024 blocks. 


file system 


file system partition 0 ( block 0 ~ block 799) parton] 


1. Execute an ADS 1.2, a build tool, on your host. 


2: Open a tfs4_pdev_nand_xsr.h. The file directory path 
is °C:\TFS4\SRC\TFS4\PIL\INC”’. 


3. TFS4_pdev_nand_xsr.h includes the all XSR-related settings as below. 


Sdefing TRE OSS _ BEL PABTIT COR Car tT fff! Blocks foc pectition infocmecicea for WR v1.5 ES 


ffl OnehNi, 16bit 


ff! STL 
Bdefine TR XS STL BLOCKS FER WIT 1 
Biel ire TR _ 28ST Por Revo UWLT 10 Soff Lear yod wail odnl 
BaeDiLot TR _ 8 FTL _ Aare _AUpt FELEESS #Y THUS S (Aa TRE PIPE. FALEES ea Te ACRE 
Beet ine TR Se ETL EA POP PES Pas tk 1 Yee ¢ Gam DUEPEE factor 
tf Lia 
Boetire TR S38 LLO BLES TWAS a0 ee) LLG Beeerved blook count 
Boetine TR SHR LLO TOTLL BLS k ine fff LLP Tonal bjaok ogo 

‘! GEL 
Bdedins TRI4 SR DEL AVATLADLE Glock ComNT | TRE4_25% Lio TOTAL BLE + 

= TR _0e_LLS BLESIneSsy |} 
- TRE4_ So BEL PAS Trico Cur iff! Bleck count 

r, Y BRE Peccition configurecion 
Sdefine TRS _ 08 _ BEL MR OP PRT ET co Zz fe! bel geetieies coune 
Bdeiios TRI4_3S8_ PEL PAPTITIOMO IP PEBTITION ID FLILESTSTEA ff dd £oc pectition O 
Odetioe TR _2S8_FEL PApTITOOR ATTR BEL _Fi_ATTR_F® Jf¢s gkteibute for partitions O 
Bdetits TR _ oe PEL PAPTIT COR) Te a ffgs Eieat Block number 
Bdet ite TRE4_228_ FEL PaBTIT OO) MUGOPEL oS S00 fff BLStk. Soil 
BieT Lise TRE _ cee BEL Papp oon of PEBTITIOM [fb PLLES Perea. ff fe Lo For gactinion 1 
Boertire TRa4_ Sh BEL PaBTITCOL atop BEL Fi ATTA Pe fff! SOE Late Ede PAE In bon 1 
Boetire TRe4 E38 BEL FaRTITOOR, 127 en fab Ife! tires block pusher 


Boetire TRS S38 BEL FaRTITOOR: SOC | TRe4_ SSR BAL AVaELA ELE Ee GOTT * 
- TRe4_ 2 BRL PAST TT ics aT) 


Figure 4-28. tfs4_pdev_nand_xsr.h — common NAND and XSR configuration 
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fdetion TF 100 ere Gam boftier factor 
2%, ILh 7. 7 
Wdefios TRS i J mm * TLD Reserved bleck coant 
fdetios TE F i aged err? TID Tolel Block oomnt 
“2 BRL 
fdetios Tre F_EXL PRSTITIG_ 5 T °? Bbooks Por Pare tion jadorest ios 
fdec ine TF = { i l TEL FE i 
- i toa BL FARTITEOH THF ] < block count 
‘ BRL Partition conf igeration 
fdafines TESi_TR_EXL_Moa PAATETIOW “? Eel partidtice count 
TIT TST idl dor paertLiion 7 
gttribute for partitiuna 0 
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foo : “ block count 
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1 a kal oe mk trabuke bor partition 1 
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Figure 4-29 STL and BML configuration 


For more information of XSR configuration, refer to a XSR porting guide or XSR 
programmer’s guide. In this chapter, some XSR configuration will be covered. However 
they are strictly limited to what is related to TFS4. 


O TFS4_NAND_SECTOR_SIZE 
It is the sector size of NAND Device. It is normally 512 bytes. 


O TFS4_NAND_SECTOR_SIZE_BITS 
It is the least number of bits to represent TFS4_NAND_SECTOR_SIZE. 


O TFS4_NAND_START_SECTOR 
It is a starting sector address of the NAND region TFS4 uses. It is the logical information. 
The number of sector filesystem uses is retrieved by STL_Open () . It can be set as 0, if 
you want to use the whole NAND. 


O TFS4_NAND_PAGE SIZE 
It is the page size of the NAND. 


O TFS4_XSR_STL_BLOCKS_PER_UNIT 
It is the number of blocks per unit of STLConfig structure. STLConfig is a parameter 
of STL_Format (). This is the detailed description of nBlksPerUnit. 


Unit is an abstract concept to block. Normally, unit is composed of N blocks and the 
smallest erasable unit. The number of block per unit is configured by nBlksPerUnit. 
For large block NAND device, nBlksPerUnit should be only 1, and for small block 
NAND device, nB1ksPerUnit can be specified among 1, 2, or 3. As the unit value is 
increased, the more memory should be reserved for memory, but write performance of 
random access is more improved. 
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O TFS4_XSR_NUM_OF_RSVD_UNIT 
It is the number of reserved units of STLConfig structure. STLConfig is a parameter 
of STL_Format (). This is the detailed description of nNumOf RsvUnits. 


STL manages the whole memory space as a unit. Some of the all units are unusable, which 
is called a reserved unit. It is configurable and should be more than 2 at least. As the 
reserved unit value is increased, usable disk capacity for user is decreased, but the write 
operation is improved. 


O TFS4_XSR_STL_ASYNC_MOD 
It is used for the parameter of STL_open() . It specify STL runningmode. TFS4 
does not support ASYNC MODE. It should be FALSE32. 


O TFS4_XSR_LLD_BLKSINRSV 
It is the number of reserved blocks for NAND device 


O TFS4_XSR_LLD_TOTAL_BLOCK 
It is the number of blocks. 


O TFS4_XSR_BML_PARTITION_INFO 
It is the number of blocks for BML partition info. XSR v1.4.0 uses three blocks for 
partition information. 


O TFS4_XSR_BML_NUL_OF_PARTITION 
It is the number of partition in NAND device. It is used for formatting BML. It should be 
configured by used. 


O TFS4_XSR_BML_PARTTIONx_ID, TFS4_XSR_BML_PARTITIONx_ATTR, 
TFS4_XSR_BML_PARTITIONx_ISTVBN, 
TFS4_XSR_BML_PARTITIONx_NUMOFBLOCKS 

They are the parameters of XSRPartlI structure; XSRPartTI is used as the parameter of 
BML_ Format (). 


BML_Format () is called once each target. It doesn’t need to be used. 
Use BML_REPARTITION to modify the BML partition information, instead of 
BML_ INIT FORMAT. 


For details about BML, refer to BML programmer’s guide. 


4.2.5.7. TFS4 Interface with MMC(or HSMMC) Host Device Driver 


TFS4 needs a MMC(or HSMMC) Host Device Driver to use a MMC(or HSMMC). TFS4 
includes a sample MMC(or HSMMC) host device driver, which is implemented based on 
ReindeerPlus. 


But you have to modify it according to your target clock or bus setting. 


TFS4 v1.5.0 Porting Guide 76 


SAMSUNG OFGIT. ul 


For physical device interface of TFS4, the following interfaces are necessary. 


Table 18. Necessary Physical Device Interface for TFS4 


Function Description 
Init It initializes a device. 
Read Status It retrieves a device status. 
Open It opens a device. 
Close It closes a device. 
Read It reads data from device. 
Write It writes data on device. 
Erase It erases specific region of device. 
IO control It performs a generic IO control. 


If you try to write a MMC(or HSMMC) host device driver on your target, you should 
implement the functions that provides the features mentioned above. 


< External Card Insert/Remove Notification > 

Interrupt occurs when the external device is being inserted or ejected. 

If an external device is inserted, external device should be registered to use. To register a 
device to TFS4 use tfs4_pdev_reg(). reference to TFS4 programmers guide for detailed 
information. 

If an external device is disconnected. External device should be un-registered from TFS4. 
To un-register an external device use tfs4_pdev_unreg(). 


All of the above features can be implemented in tfs4_pdev_mmc_nucleus.c/h; the file 
name can be changed by user. 


Table 19. Implemented Functions for MMC(or HSMMC) Host Device Driver 


Function Description 


It initializes a device. 
It retrieves the MMC(or HSMMC) 


EWint32 information by using mmc_get_stat () 
tfs4_pdev_mmc_init_device(v | and stores it in tf£s4_mmc_info. 
oid) 


For details about that, refer to 4.2.2. MMC(or 
HSMMC) Host Device Driver Development. 
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It specifies a function pointer to use the 
MMC (or HSMMC) device. 


static t_int32 
tfs4_mmc_read_status (t_phy 
sical_device_info *pDI) 


It retrieves a device status by storing into 
t_physical_device_info. 
This function be used while tfs4_pdev_reg() 


_tfs4_mmc_close (void) 


ebetis Pant It opens a device 
_tfs4_mmc_open (void) P : 
static t_int32 


It closes a device. 


It reads data from device. 


_tfs4_mmc_ioctl (t_int32 
command, void *pBuff) 


Note 


static t_int32 | It reads the dwCount number of sector from 
tfs4_mmc_read_sector(t_uin | dwSectorNo and writes a code to store the 
t32 dwSectorNo, t_uint8 | sector to pBuff. 
*pBuff, t_uint32 dwCount) 
It returns the number of read sector on 
success and TFS4_EIO on failure. 
It writes data on device. 
static t_int32 | It writes the dwCount number of sectors into 
tfs4_mmc_write_sector(t_ui | flash memory space starting at 
nt32 dwSectorNo, t_uint8 | dwSectorNo. 
*pBuff, t_uint32 dwCount) 
It returns the number of written sectors on 
success and TFS4_ETIO on failure. 
. ; It erases the dwCount number of sectors 
static t_int32 : 
ered: vine eiewer eeptemce ae from dwSectorNo in the flash memory. 
nt32 dwSectorNo, t_uint32 
awCownt) It returns 0 on success and TFS4_EIO on 
failure. 
It performs a generic IO control. 
static t_int32 


You can do additional features on it. 
Currently, only the function of retrieving 
MMCv(or HSMMC) information is 
implemented. 


Read/write function of external device driver should include a routine to check byte 
alignment, because TFS4 just uses the address received from an application. 
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4.3. Build with Target OS 


If you’ve performed TFS4 porting as explained in the previous chapter successfully, now 


you can build them together. 


To build TFS4 with OS, you first need to compose a project file, makefile, or something to 
build according to your build tool so that all the components are built together. Your 


project file has to include: 


- TFS4 library and configured TFS4 sources 


- XSR library and sources 


- MMC(or HSMMC) library or sources (Optional) 
- OS library (it is Nucleus in this document) 


The following table lists the target-dependant source files of TFS4. 


Table 20. Configurable File List of TFS4 


File Name 


Description 


tfs4_errno.c 


It stores a TFS4 error number or returns the stored error 
number. 


tfs4_memory.c 


It has the TFS4 memory related functions. 


tfs4_pdev_nand_xsr.c 


It has the code implemented to access to NAND device 
through XSR. 


tfs4_pdev_mmc_nucleus.c 


It interfaces a MMC(or HSMMC) host device driver 
running on Nucleus. 


tfs4_semaphore.c 


It has the codes implemented for semaphore. 


It has the codes implemented for retrieving the time 


Hed Mimese information that filesystem uses. 
It is used for TFS4 test shell. It performs the I/O control 
tfs4_tty.c through UART or keyboard. It is used only during 


development. 


The following table lists the XSR source files that are ported to ReindeerPlus. For other 
targets, the file names can be changed. 


Table 21. Configurable File List of XSR 


File Name 


Description 
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PAM.cpp Platform Adaptation Module 
PNL.cpp Low Level Device Driver for large block NAND 
NucleusOAM.cpp — code implemented for XSR porting to 


The following picture shows the implemented MMC(or HSMMC) host device driver files. 


EQMMC-_Host_Device_Driver 


ELEqQlNc 


mmc _assert,h 

fQ mmc_command,h 
 mmce_csw,h 

fM mmec_define,h 

fQ mmc _global,h 

f mmc_hw_interface,h 
fM mmc_register,h 
 mrmec_util,h 


2B 


Figure 4-30. MMC(or HSMMC) Host Device Driver File List 


 mmc_assert.c 

fB mmc_csw,c 

mmc util,c 

fM mmc_hw-_interface,c 
Q mmc_command,c 


The following table represents TFS4 library and source to build with OS. 
Table 22. TFS4 Library & Sources 


tfs4_semaphore.c 
tfs4_time.c 
tfs4_tty.c 
tfs4_tuning.c 


TFS4 XSR MMC(or HSMMC) 
Host Driver 

Library tfs4_lib.a XSR321v4.lib 

Source tfs4_errno.c NucleusOAM.cpp | mmc_assert.c 
tfs4_memory.c PAM. cpp mmc_command.c 
tfs4_pdev_mmc_reindeep_ | PNL.cpp mmc_csw.c 
plus.c mmc_hw_interface.c 
tfs4_pdev_nand_xsr.c mmc_util.c 


tfs4_integration_test.c/h includes a test shell for TFS4 test. If you don’t need the test shell, 
do not add the tfs4_integration_test.c/h to the project file. 


The following pictures show Reindeer_Plus_With_TFS4.mcp to build TFS4 with XSR, 
MMC (or HSMMC) host device driver library, and OS. 
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EGaMMc -Host_Device_Driver 
Ban =f Reindeer_Plus_MMC_Host_Device_Driver_Lib,a 
“fg Reindeer_Plus_MMC_Host_Device_Driver_Lib,mcp 
=€3 Target -Reindeer_Plus 
~~ demo-_reindeer_plus,c 
Ba ~~ Reindeer_Plus_Nucleus_Lib,a 
fff Reindeer_Plus_Nucleus_Lib,mcp 
aia TFS4 
~~ tis4_tuning,c 
Ba fg TFS4_Lib,a 
ie 
erGashc 
a ~~ tts4_pdev_mmc_reindeer_plus,c 
Ls ff tts4_pdev_nand_xsr,c 
£3 OAL 
| &GyNUCLEUS 
Easac 
- ff tls4_errno,c 
Bn fg tis4_memory.c 
~~ tts4_semaphore.c 
~~ tisd_time.c 
“off tis4_tty.c 
B TFS4_ Lib,mep 
S Sq TEST 
ba ~~ tts4_integration_test,c 
ff tis4_it_tdisk.c 
off tts 4_it_util.c 
ff tts4_it_case_tile.c 
off tis4_it_case_scenarioO0,c 
ff tfs4_it_case_scenario10,c 
ff tts4_it_case_scenario20,c 
ff tts4_it_case_scenario30,c 
off tts4_it_case_dir.c 
ae -it_stress,c 
Sali 
© &GyADS120 
=) Retail 
AS XSA32ZI¥4,lib 


=} Nucleus 
off NucleusOAM, cpp 


PAM 
4 S24 0PNLs 
“fy PAM, cpp 


Figure 4-31. Reindeer_Plus_With_TFS4.mcp 


< TFS4 build with Nucleus by using the project file on ADS v1.2 > 


The following picture shows the TFS4 directory structure. 
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ie CAPT RS TFSi ARFAEIMDEER_PLUS_ADS 12 Pale) Ea 
| THE SR) SoM Bea EI) Seay) 
| 222000 |e) CTF S44 TFS4BUILOWAEINDEERPLUS_ADS12 


—_  TFS4 | (yfieindeer Pius MMC Hos!_Dewece Driver Lib Data | 
rf #4 PLATFORM (9 RelndeerPiue Nucleus Lib Deda 
ij TEST (9 ReindeerPins_With_Troé Data 
Hey TRS (| (e] Reindeer Pius MMC HostDevice Dd verLib.mep 
i API |) |] Reindeer Pie Nuclei men 
#1 BASE |] IB) Aeindeer Pius Wit TFS€ mep 
EHe BUILD 
fy ADS 12 
* (> REINDEER_PLUS_ADS 12 
HG) FAL 
Fie KFAT 
EQ OAL 
FH PL 
A ( User_Doc 
4 


Figure 4-32. Directory Path of TFS4-related Project Files 


If you use the ADS1.2 build tool and the Nucleus OS, you can use the provided project file, 


“Reindeer_Plus_With_TFS4.mcp” and 
“Reindeer_Plus_With_TFS4_With_HS_MMC.mcp” in 
the °C:\TFS4\TFS4\BUILD\REINDEER_PLUS_ADS12” directory, as shown in the above 
picture. 

Currently, the “Reindeer_Plus_With_TFS4.mcp” and 


“Reindeer_Plus_With_TFS4_With_HS_MMC.mcp” project file includes: 
- TFS4 library and configured TFS4 sources 
- XSR library and sources 


- MMC (or HSMMC) library and sources 
- OS library (it is Nucleus in this document) 


Here, we explain the TFS4 build with OS by using ADS1.2. 


1. Open the project file for making a TFS4 library. You can click “File” > “Open” on the 
menu bar of the screen as follows. 
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Setrowerks CodeWarreor bor ARM Developer Suite v LZ 


Or, s| button on icon bar. 


Note 


We provide the project file for building TFS4 with XSR, sample MMC (or HSMMC) host 
device driver, and adaptation layer for Nucleus. The name of the project file is 
Reindeer_Plus_With_TFS4.mcp (or Reindeer_Plus_With_TFS4_With_HS_MMC.mcp); 
the “mcp” is the extension of ADS. If you don’t use the ADS v1.2, you need to create your 
own project file. 


2. The screen to open a file appears. 
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SEAN [Ga Aeindesr_Plus_ADSIz =] © ict Eh 


Peinders Plus MMC Host Device Driver lib Data 
Peindeee Plus Nucious Lib Data 
Peindest_Plus_With_TFS4_[iats 

Reindeer Plus MMC Host Devices Orver_lib.mep 
eindess_Plus_Nucleus_Lib.mcp 


WH OBI): [Reindeer Pius With Trsd,mcn Bao 
WHAAD: [Ares 3] #i&_| 


Find the Reindeer_Plus_With_TFS4.mcp file and press “Open” button on the screen. 


3. The Reindeer_Plus_With_TFS4.mcp file is opened as below. 
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w Reindeer_Plus_With_TFS4,mcp 


[eons hax She B 


Files | Link Order] Targets | 


a 2 
(Rescued Items as) 
ega MMC Host_Device_Driver D Q . a 
bo =f Reindeer_Plus_MMC_Host_Device_Driver_Lib,a n/a nfa a 
“fff Reindeer_Plus_MMC_Host_Device_Driver_Lib,mcp n/a n/a « a 
=1€3 Target Reindeer. Plus 4K IK + « gf 
~~ demo_reindeer_plus,c 4828 1251 « « xf 
be ff FReindeer_Plus_Nucleus_Lib,a n/a nga a 
“fff Feindeer_Plus_Nucleus_Lib,mcp n/a n/a « a 
a Trs4 9K «OISIK «© 6° py 
of tts4_tuning.c 408 148K « a 
be fy TFS4_Lib,a n/a nfa a 
BeaPlL BK 400 + + pf 
i Ea shc BK 400 « « a 
gi off tts4_pdev_mmce_reindeer_plus,c 2168 232 «6 « Zf 
fos be “ff tts4_pdey_nand_xsr,c 3640 168 « « > 
aeQoAL 2K “K+ « of 
© EGQNUCLEUS 2K eK « « gf 
egasac 2K “2K «+ «gf 
‘a off tls4_errno,c 364 7h « « xf 
dn ~~ f§ tts4_memory,.c 984 309 « «+ 2» 
ff tts4_semaphore,c 1136 196 « «+ xf 
den fig tts4_time.c 264 76 6 «© xf 
de iff tts4_tty,c 220 «(2048 6 ee 
Bb TFS4.! Lib, mep n/a n/a « a 
Gq TEST 125K 382K « « xf 
ff tfs4_integration_test.c 51092 335K « « 2» 
ff ts4_it_tdisk,c 4504 1396 « «+ pf 
off tts4_it_util.c 10876 19466 « « 3» 
fg tis4_it_case_tfile.c 10948 8303 « «+ » 
~off§ tts4_it-case_scenario00,c 1840 3399 « «© xy 
~~ tis4_it_case_scenariol0,c 9232 5941 « + my 
of tts4_it-case_scenario20,c 20540 S864 « « x 
fg tis4_it_case_scenario30,c 9852 «1620 + « pf 
off ts4_it_case_dir.c 1300 2038 « «+ xf 
Ba “ff tis4_it_stress.c 8524 BF e «© x 
EVeg xSP 87K TK « « of 
=} Lib 7K EK a 
= 405120 78K EK a 
EGahetall 70K EK a 
fi SSAZ2lv4, lib BO080 S704 « a 
gLLD BK 448 6 «+ 3» 
EQ PNL BK 448 6 + of 
| PNL.cpp 6752 448 « « of 
ey OAM 804 IK « « xf 
ErGa Nucleus 604 IK « « of 
a a NucleusOAM, cpp 604 1068 « «+ xf 
EaPa 440 Bd « « x 
Se ASPAI0PNLS 440 fd « « yf 
fy PAM, cpp 440 fd « « xf 


NU 


29 files 227K = d2K 
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See the source and library files of Nucleus OS ported on ReindeerPlus, XSR, MMC (or 
HSMMC) Host Device Driver, and TFS4 to build together in the project file. 


4. Select a type of build target. 


| ® Debug y]De SR e 
DebugRel 
Release 


There are three types of build targets. The following describes the meaning of each build 
target. 


- Debug mode: The output binary is compiled with debugging symbols and information of 
line numbers. 

- Release mode: In this configuration, the output binary will be fully optimized and 
contains no debugging symbols. 

- DebugRel mode: Adequate optimization level and including minimal debugging 
information. 


5. Press the build setting button. 


6. Specify configurations for your target in the Build Settings dialog window. 


But the build setting screen can be a little different depending on the build mode setting 
you select. You have to consider the language setting your compiler supports in the build 
setting screen. For ADS v1.2, you need to set the build options for each language; you may 
not need to do that for other build tool. 


The following screens show the necessary build options for each build mode and language; 
the sample build options are based on ReindeerPlus, ARM CPU, and ADS v1.2. You can 
set the build options suitable to your target and compile environment by referring to the 
below sample options. 


Note 
The build option depends on the compiler. 
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<Debug settings for ARM Assembler> 


Target | ATPCS | Ciptiors | Predefinas | Listing Conimal 


Targat Setings | Kicien| 
Actas Pasa Architect ce Prceggor Fiosing Point 
Buld Extra 


Fluniree Sedtings ea =| jPure=endian sort 
File Mappings 


Source Trees 


AAM Target Bute Ordey—@q .|nijel Sean — | 
= Language Setinge (© Lie Endian te ARM 
P Bg Endan Thumb 


fvifel L Lio piler 

Abel C++ Srn,, 

Thumb © Corm. 

Thumb C+ Co,, 
fs Linker 

Affe Linkor 


AAPel ionmE LF | : = 

= Eso a: 
Faro Satings heen | import Panel... | Export Pane i..| 
Or | Cancel i appl | 


Figure 4-33. Debug Settings for ARM Assembler on ADS v1.2 


Pe re a I ack 
CORSET Sana Coane 
ep -9 -Cpu 


<Debug settings for ARM C Compiler> 


Target Stings Target and Source | ATRCS | Warmings | Ears i Debuay Opt | Praprocesse 
Aocess Paths 2echilecture of Processor — cating Pisin 


Bud Extras - : 
% =| Pure-anidian Botti 
Runtime Sedings = 


File Mappings 


Source Trees 
ARM Targal Byle Order 
= Language Setings * Lite Endian 
Fell Assembler tr Bis Endlan 
Mir C Compiler 
FAM Cet Cai, 
Thumb C Com... 7) Equi vain Command Lin 
Thumb C= La. - aU Na 5 : z 
= Linker pirad DEauS “DTFS4.MUCLELS “TFS. TARGET REINDEER, PLUS at 
AAM Linket D_LhMMIC_OS NUCLEUS 
AA trem ELF 
fe Editor 


— Satinad fopr | impart Panel... Export mal 
tok | _ Cancel | i | 


Figure 4-34. Debug Settings for ARM C Compiler on ADS v1.2 
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<Debug settings for ARM C++ Compiler> 


Target Settings Target and Source | aTBCs| Warnings | Enors | Dibua/ om| Prepracess 
Access Paths Architecture or Processor Floating Point 
Build Extras 
Auntimes Settings 
File Mapeurgs 
Source Treas 
ARM Target 
=. Language Settings 
SAM Fecenriiler 


‘AM C Compiler 


naan; loam 


Thumb Cte on... 
= Linker 

ARM Lint 

ARM tomer 
=. (Editor 


Figure 4-35. Debug Settings for ARM C++ Compiler on ADS v1.2 


< Release settings for ARM Assembler> 


a FAM Assembler 


Target | ATPCS | Options | Pradedines | Listing Corsral | Extras | 
> Apchitecture or Processor Eloating Point 


[ARRESOT =] [Ho fogting ooin 


a 
Target Settings 
Access Paths 
Build Extras 
Funtime Settings 
File Mapaings 
Source Trees 


AFI Target , Byte Order ) > Initial State 
= Language Settings Lite Endian i ARM 
ARM Assembler Bio Endian ™ Thumb 


ARM C Conmoler 


ARM C++ Com, 

Thimnib © Coon... Diestere tolerate Litre 

Thitib C++ Oa,, ‘-: Zz. ORT 5 ‘ = WUC LOA _EUP PY 
= Linker SETL {FALSE} PD WU_LARMS_ SUPPORT SETL {TAUE} -cou ARMS) 

SAM Linker Salas 

ARK tromELF 


Lal Sl _sstT eae TSS 
Factory Setinad it import Pare et] Export Panel, 7 


_* | Cancel | nr | 


Figure 4-36. Release Settings for ARM Assembler on ADS v1.2 
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< Release settings for C Compiler> 


get Settings Farrel i(GARMC Comper 0000 


2 S Tabs Settings =| Target and Source | ATPCS | Warnings | Errors | Debug’ Opt) Preprocess 
Access Paihs Architecture ot Processor Floating Point 


Bulld Extras aT SSC No foxing point 


Runtime Settings 


y 
Source Trees = 


Fila Mappings | aE 

ARM Target Byte Onder Rource Language 
}=- Language Sattings |e Little Endian 

ARM Assembler fo Big Endian {ANSI Standard © 

Le# Lom... 

Thumb C Com... * , Equivalent Command Ling 

Thumb += Go,, ou Hone - 7 
= Linkage Oo Ai 5A MAN RECT GIES “DTFS4_KFAT TOTS NUCLEUS - 

a DTFE. TARGET REINDEER. PLUS DEC -D_MMC_0S_ NUCLEUS 

SRM Linker | 

ARM omELF 1— = — 
=. (Editor =| 4 


Factory Sattings} q i impor Panal,..| Expor Pana 
ee ee | 


Figure 4-37. Release Settings for ARM C Compiler on ADS v1.2 


< Release settings for C++ Compiler> 


Tan get Settings Target and Source | ATPCS | Wamings | Errors | Debuay Opt] Prepencessr 

Access Paths Architecture or Processor - Hlaating Paint 

Bulld Extrars 7 >] conn 

Runtime Settings = feo Tho ating pacar 

Fila Mapcenas 

Source Trees 

ARM ied Byte Order ; | Source Language 
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ARM Assembler © Bla Encdian ft) Standard (++ 

ARM C Compiler | 


eal C Com, 
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> [Linboser 
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ARM tomELF 
+ Editor 


= Setingd eet | Impex Panel... | Export mal 


Figure 4-38. Release Settings for ARM C++ Compiler on ADS v1.2 


You have to add build options for your target and compile environment. 
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7. Additionally, you need to add the access paths on the build settings to include the 
TFS4-related header files (TFS4\API, TFS4\BASE\INC, TFS4\BASE\UNICODE\INC, 
TFS4\FAL\INC, TFS4\KFAT\INC, TFS4\OAL\NUCLEUS\INC, TFS4\PIL\INC, XSR 
header file path, and MMC(or HSMMC) host device driver header file path, etc) while 
TFS4 is compiled. 


If you define the header file at tfs4_config.h, you don’t have to add the include path to the 
build setting. 


f? Abways Search User Paths 
Target Setings 


wlras 
Funtime Settings PS }{ Project}... PALIN 
File Magpings {Project}. WFALWLIB 
Source Trees (S| {Projecth. et, WEFAT SAINT 
ARM Target i H{Projecth..#, WEFATWSAC 


21 {Projectt. 7H, WAPI 
| [2 {Proiect}eindeer. Plus IMI _HostDevice OriverLib Data Release 
pi pele i 11 Project}Feindeer. Plus NuchtusLibQataWFelease 
ARM C+ C ma) Project}, #405 |_ OWS. _Lib Data WRelease 
gale ela fi Project).. WADSI-2 
: Pr fe i{Projecth..  WEASESUMICOGE RINE 
| Thumb C++ Co... Yh 8) (Project). Ht WBASEWINC 
iS a ‘ee (Project). # PLATFORM ¥Reindeer™lusttDrl vert SRW Lib te = 
nker oe 
SA tromeELr 


Ls Edhar ele) Esieiile Hast Flags: | Add) | Change) femove 
Factory Satna Hever | import Panel... Export Panel. | 
OK. | Cancel | Aop yl | 


jo Language Settings 


Figure 4-39. Include Access Paths 


8. After setting the build options, press “OK” button to save. 


ied 


9. Press button on ADS v1.2. 


10. The project file build is performed; the project file includes TFS4 and OS. The target 
image is created on your host. 


You finished the build of the ported TFS4 and OS together. Now you can transfer the 
target image to your target. 
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4.4. Download to Target Device 


We assume your host and target is already connected to each other by using Multi-ICE 
(other ICE device can be substituted for it). Or you can write the target image on NAND 


flash memory. You can select the deployment type of the target image, depending on your 
development progress. 


This is step for downloading the target image to SDRAM. 


1. Power on your target. 


2. Execute the AXD debugger of ADS 1.2 on your host. 


 ezzey | 

fF} Microsoft Developer Network > 

fF} Startup » f° CodeWarrior for ARM Developer Suite 
Microsoft PowerPoint bike License Installation Wizard 

R MSN Messenger 6.0 ee Online Books 

fy ARM Developer Suite v1.2 » 7 ReadMe for ARM Developer Suite v1.2 


Setup For ARM Developer Suite v1.2 
Figure 4-40. Execute AXD Debugger of ADS v1.2 


3. Execute the code for target initialization as follows. 
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Figure 4-41. Initialize a target 


4. Press “File” > “Load Image” on menu to select the target image to download. 
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Figure 4-42. Press Load Image Button 


5. The following screen appears. 
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Load Image 


1x): [(} DebugRel ~| «© Bek Be 


( ObjectCode 


3) Reindeer_Plus_Nucleus, axf 


[Reindeer_Plus_Nucleus, axf S(O) 
[AXF Image (+,axf} y| Een | 


Processors 


Profiling 


l Profile € Call graph profiling Interval fico [microseconds] 


@ Flat profiling 


Figure 4-43. Search the Image Being Loaded 


Select the target image file to download. 
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6. The screen shows the target image is getting loaded to target. 
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Figure 4-44, Load the Image 
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7. The screen shows that the downloading is finished. 
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Figure 4-45. Find the Starting Point of the Image 


“>” indicates to the starting point of the target image for running on the editor screen. 


Now, downloading the image to target is completed and you can execute it on target. 
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5. TFS4 Test Process 


This chapter describes TFS4 test process. If you are developing the TFS4 or other program 
using TFS4, you can follow this test process. 


To test TFS4, you first have to test XSR or MMC (or HSMMC) host device driver, 
because TFS4 works with them and so you cannot find where the TFS4 error is from if 
they are not tested before TFS4. 


TFS4 test process includes the sub sections as follows. 


XSR Test 


MMC Host Device Driver Test 


| 
= . = all 


TFS4 Test 


1. Initialize TFS4 
2. Register physical devices 
3. Perform fdisk 


4. Format a Volume 


5. Mount a Volume 


6. Perform Case Test & Stress Test 


Figure 5-1. TFS4 Test Process 


Of the TFS4 Test, the step 1 and 3 don’t have to be performed all the time. They can be 
performed if needed. 


You can write a test code or use the provided test shell for XSR, MMC (or HSMMC), and 
TFS4 test. This chapter explains the TFS4 test by using the test shell. 
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5.1. XSR Test 


For XSR test, you can refer to XSR programmer’s guide. 
Here, the important thing is that you can test TFS4, only after XSR is guaranteed to work 
reliably on target. 


5.2. MMC (or HSMMC) test 


For MMC (or HSMMC) test, you have to perform the sector read/write operation test. If 
you want to test the HSMMC, before you perform the sector read/write operation test, you 
have to change the bus width from 1 bit to 4 bit (or 8 bit). 
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5.3. TFS4 test 


TFS4 test is to check basic functionalities of TFS4. It is to find if TFS4 File System creates, 
reads, or writes a file/directory on NAND flash memory or MMC (or HSMMC),. 


You can test all the TFS4 APIs listed in TFS4 programmer’s guide. The test shell has a lot 
of commands (they include all the TFS4 APIs), to test the basic features of TFS4. 


TFS4 test is performed according to the below sequence. 


XSR Test 


MMC Host Device Driver Test 


. 


SRP Ray 


Wh sed sar nl-dal Sareea tnd Govier eT ee n-ne ar ar eb Tee be arnt aldara eeteeret ed 


TFS4 Test 


1. Initialize TFS4 


2. Register physical devices 
3. Perform fdisk 


4. Format a Volume 


5. Mount a Volume 


6. Perform Case Test & Stress Test 


Figure 5-2. TFS4 Test Sequence 


To see TFS4 is executed and tested, you should use a terminal program. You can see the 
TFS4 running state and get the success or failure message from target. Host is connected to 
target through serial line and shell is running on target for data communication; of course, 
target device should support UART. 


Note 


Of the TFS4 Test, the step 3 and 4 don’t have to be performed all the time. They can be 
performed if needed. 
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< UART settings between host and target > 


Before you execute a terminal program on your host, the UART setting should be done for 
data communication with target. 


You can set it before the downloaded target image is executed. 


The following picture shows the UART/USB setting screen. 
UART/USB Options 


Serial Port 
Baud Rate COM Port 


@ 115200 @ COM1 Cancel | 


~ 57600 ™ COM 2 
38400 ™ COM 3 
19200 ™ COM 4 


c 
c 

~ 14400 
~ 9600 


USB Port 


Download Address Oxc000000 


Figure 5-3. UART Options 


Check the option suitable to your target UART. 
- Baud Rate: it is to set the same transmission speed between host and target. Mostly it is 


115200. 
- COM Port: PC uses two COM ports, 1 and 2. Normally it is set to 1. 


Your terminal prints characters out if you set the UART options successfully. If not, your 
terminal prints the broken character or nothing. 
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1. Power on your target. 


2. Execute your terminal program on your host. 


Figure 5-4. Execute a Terminal Program for Test 
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3. Press “Execute” > “Go” on menu of AXD debugger screen. 


a 
pn Lien fe a 
Pen Liey Fe) ll 


As a a ee 


= 
ee ee 


Figure 5-5. Running TFS4 
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4. The terminal shows the TFS4 test shell is executed. 


Figure 5-6. TFS4 Test Shell 


It waits for user’s command. Enter “‘?” to see the command list. 


<BML format information used on ReindeerPlus> 


First of all, BML format of XSR should be performed to format a NAND device. 

There is the code for BML format in t£s4_pdev_nand_xsr_bm1l_format () of the 
tfs4_pdev_nand_xsr.c file. You can configure the file if necessary, with reference to XSR 
documents. BML format should be done once. 


XSR partition of the t_int32 tfs4_pdev_nand_xsr_bml_format () function 


should be modified according to target bootloader. In the current release version, we do 
not consider the bootloader. 
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The following screen shows performing BML format; BML region is already created in 
XSR test. 
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--_Updete Pca Pore; B pete art |; ide tabe, Type ie Ee) 
ee Updatolrtn) Pieus 0 nipda bel ype ie Pore) 
nictsPeraeee ; FGF 
HistPswhFAhis: ¢ BL Jeobr rie 
Change Corre tee, t==)a) 
#3 PobePOR(P hee: @,ePCBldy 100 .nigdabel ype ee rate) 
Eracingi@0k:?885) is completed 
+e Wel teP Ge (nPies 10 oP CR Lda 0 .nlgpe ae Ck) 
Pel P CHP rige -= 4 
petPC->nnl tPCe = fi 
PALPCHernirasetigt = Bef 
PetPCH-FnEraseiige = ao 
ie ete att at Pee Baron ees Seen sey 
Writing POH fis completed 
o> _frl tere (nhies 26,0 Oilde2 0 nilgpe Pon) 
Writing POH ts completed 
ee WPL Lee (oP Deere PCBs one: ep 
OetPiEst-SnlizelF@atat-1) > Sok 
Fis GGUPIESt-.nSieedhihtal saa) 
Med beet atta (Pees 8 Pon ees Secbhr 2) 
| Webtlieg Pl le aenpleted 
——_WriteP] (AP Bees oP CBs: 8 Tape ohh 
Writing PLEX Le completed 
oa rd teBhd (Peo si Pee 1988 oP ape Pe ope type: cere) 
ie Dee aia tat Ppee se Pon ee Secier fi) 
] Yriting POS is completed 
ie bre tale at Pte 8 Pon ones etre by 
Uritdng POE ie completed 
~-_W LOeBH (nee 2d Pees Ae JP Calpe dP Ce nlpea te Types Pere} 
Writing BA te completed 
~-_PobbHPDE(P Dee 18 oP CE lds 1 00 nigdatel ype iierate) 
es Update lPta(Pieu: Bf nigdabelype> ee icte) 
--_Ker ica? GH ee tee 2 Bp 
] =<80K_Farnal | oPeeus By 


2 2 ee ee ee 


Elapsed Tine © @ four @ min @ sec 8 agen 


te ttete lett tt tt ttt tee LLL LE 


If ts test (Tzhelgh o 


Figure 5-7. Perform BML_format 


t_int32 tfs4_pdev_nand_xsr_bml_format(void) is executed in test shell and you can see the 
message printed on the terminal as follows. 
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5.3.1. Initialize TFS4 


Initializing TFS4 should be performed before using TFS4 after the partition of NAND 
device or MMC(or HSMMC) is created. 


Enter “tfs4_init” on the test shell. 


Figure 5-8. Perform tfs4_init 


tfs4_init is executed in test shell . 


5.3.2. Register a physical device 


Register a physical device to TFS4. 
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5.3.3. Perform fdisk 


TFS4 supports making four partitions on NAND device at maximum. You need to set the 
number of partition for TFS4 to use. 


When NAND flash is manufactured, TFS4 is written on NAND flash by using ROM write. 
Thus, fdisk is used only when development. You can test if the partition is created, deleted, 
or modified on test shell. TFS4 fdisk is basically same as Linux fdisk. 


In case of MMC(or HSMMC) Device, Windows OS supports only one partition. If you 
create more than one partition, only the first partition is only detected. 


1. Enter “tfs4_fdisk {device}” on your host terminal as follows. 


TFS4 v1.5.0 Porting Guide 106 


SAMSUNG DMT al! 


averpene a liviled 


ASS DCC Seabed (USA 
Serial Port USE Por Config 
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ee? Do not use this shell for release 


a DY Sen, 2006S 09/21 
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Command {m For help: 


Figure 5-9. Perform tfs4_fdisk 


2. void tfs4_do_fdisk(t_int8 *psDevice) is executed in test shell 
3. Enter “m” to see the fdisk command. 


CNW 4504 DCOM 1 Sab] (UShs] 
Serial Port USA Port Configuration Help 
Command (m For help): m 


toggle a bootable Flay 
delete a partition 

list Known partition types 
print this menu 

aig a new partition 

print the partition table 


change 2 partition's system id 


quit without saving changes 


Command (m For help): 


Figure 5-10. fdisk Commands 
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4. The following picture shows that a partition is created by using fdisk commands. 
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Figure 5-11. See the Created Partition 


After the partition is created, enter “q” to quit the fdisk setting. 


5.3.4. Format a volume 
TFS4_format should be performed to format TFS4 


Enter “tfs4_format {Device} {FilesystemType} {ClusterSize}” on the test shell. 


Serial Pot LSE Por Configuration Helo 
Command (m For help}: q 


Elapsed Time = 0 hour 4 min $7 sec S28 epec 


1FS& Test (fihelp) & format fdewsnt i Fallin & 


IT : Choo Foreat(/idev/nFe, KFATFS, FAT, 8) 


Figure 5-12. Perform tfs4_format 
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tfs4_format is executed in test shell and you can see the printed message that writing FAT 
table is finished on NAND device. 


5.3.5. Mount a volume 


TFS4_mount should be done for TFS4 to use NAND device. If tfs4_format is not 
performed, tfs4_mount returns fail. 


Enter “tfs4_mount {LogicalDevice} {TargetVolume} {Filesystem} {flag}” on the test 
shell. 


Ne! wil 5 [COR 1 1S200es 1 DLESE 
Serial Port LSE Por Configuration Help 
TFS4S Test (Tshelp) ff mount 

[IT = Invelid Parameter 


IT : asage}) mount sfdevinto fay EFATFS 0 
iT 2 Usage} psbevice : fdewsnte, fdeufnect 
IT 2 asage)}) pStarget : fav, Fi, 2 FBS 


IT : asage} psFilesystemType : EFATFS 


IT : sage} dwFlag : 6, TFS0 MOUNT ROOMY, TFSe_ MOUNT _FAT_HIeROR 


TFS4 Test (?:shelp) a 
hw wil 5 [CORAL 15200 1 (LSBs 
Serial Port LSE Port Configuration Help 


TRES Test (Tshelp) @ mount fdevsnFo sas HFATFE © 
TT : thst_moumnt{ysdeuwsnFi, fas, EFATFS, @ 


Elapsed Time ; 8 hour @ win @ sec 15 msec 


TPES Test (Fohelp) oi | 


Figure 5-13. Perform tfs4_mount 


tfs4_mount is executed in test shell and you can see the printed message on the test shell. 
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5.3.6. Case test & Stress test 


There is a case test command that performs tfs4 open, read, or write function test over and 
over. Case test is a collection of commands that performs basic functionalities of TFS4. 


If case test is performed successfully, TFS4 is normally ported and running on target with 
no errors. Case test takes about 10 minutes. If the error occurs, the test shell shows the 
error messages and stops running. 


The following screen shows that case test is executed. 
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Ne el & [COP | 11 SS E 
Serial Port USE Port Configuration Help 
TFE4& Test (Tshelp) @ case File 3 


test_case_Filed, 4 
Choe creat(faftestt. tet, 1) 
tfsh_creat({/faftesti.tet, 1) Success, Fd = @ 
Efsa_ecreat(fastestlongiiled.tzt, 1) 
tFsu_icreat(faftestlongFiledtxt, 1} Success, Fd = 1 


tfs4 close( &) 


Efs4_ closet @) SUCCESS 


Ate! a] F j | {= 


Serial Pot = LSE Port Configuration Help 
IT: EFsh readin’ jPeturn ==) Bsancung .e55 


IT: Ho Hore entry 


tl 


best_case File? Success 


TFSS Test (Tshelp) @ 


Figure 5-14. Perform a Case Test 
A stress test is a random test of TFS4 for file and directory. 


Enter “stress {test count}” on the test shell. 
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Figure 5-15. Perform a Stress Test 
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Appendix 


Appendix covers the useful matters when you follow the TFS4 porting procedure. Also, it 
may help application programmers to develop an application based on TFS4. Appendix 
includes the seven sections as follows. 


ElAppendix 
|. About FAT 
Il. MMC Hast Device Driver APIs 
lll. Sample Source Code of MMC Host Device Driver 
IY. Data Structures 
V. Library Functions 
VI. Header Files 
Vil. About TFS4 Integration Test Shell 


Figure 5-16. Contents of Appendix 


You can see the above sections and go to the interested one. 
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I. About FAT 


Following explains the overview, architecture and brief features of FAT. 


O Overview 


FAT is an abbreviation of File Allocate Table. This is a place where the location 
information of clusters' is stored. 


TFS4 is compatible with FAT. Thus, the basic architecture of FAT is similar to that of 
TFS4. Following explains the architecture of FAT to help you understand the general 
architecture of TFS4. 

Volume is a part of one physical disk. For example, it can be a “c drive” or “d drive” of 
your computer. A filesystem is used after formatted as one filesystem for one volume. At 
the space that is assigned as a volume, filesystem uses the space from the first sector to the 
last sector. 

Following shows how FAT filesystem uses the first sector to the last sector, according to 


the FAT32” standard. 
This is the basic structure. 


Oth sector of Volume Boot Sector Boot Sector 
\ 
FAT 1 File System Info 
\ 
FAT 2 ‘ Additional 
Duplicate \ Program code 
CS SS ea \ 
Root Direcotry, Ln Backup Boot Sector 
LA File System Info Backup 
. \ 
Heke \ (__ Additional 
and Program code 


Directory 
Data Region 


End sector of Volume 


Figure 5-17. The Organization of FAT filesystem on Volume 


FAT32 consists of following 4 regions. 

- Reserved Region: Boot Sector and Additional block (FAT32 specification) 
- FAT Region 

- Root Directory Region 

- File and Directory Data Region 


Following explains each region in detail. 


' Cluster is a logical unit for storing files into HDD. 
* FAT32 holds a cluster with the minimum size 1KB to the maximum size 4KB. 
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O Reserved Region 


First region, Reserved Region is an additional block that is only used in a Boot Sector and 
FAT32. It is composed of Filesystem Information Block, Additional program code block, 
and Backup space. This document introduces the information about Boot Sector. 


Note 


For more information about Filesystem Information Block, refer to the Microsoft 
Extensible Firmware Initiative FAT32 File System Specification, Microsoft Corporation, 
Version 1.03, December 6, 2000. 


Boot Sector is composed of 512 bytes. These 512 bytes are classified as five, which is as 
follows. 


Byte Offset | Field Length || Field Name | 
0x03 |[ LONGLONG || OEM ID | 
Ox0B _|{ 53 bytes || BPB | 
0x40 || 26 bytes || Extended BPB | 


Ox5A 420bytes Bootstrap Code 


0x01FE |[ WORD _ || End of Sector Marker | 


Figure 5-18. Boot Sector Structure 


Jump Instruction, OEM ID, and Bootstrap Code are the codes that are used when a volume 
is able to boot. End of Sector Marker is a unique feature of FAT, which can confirm the 
last part of one sector. To access a volume, filesystem uses the record of Bios Parameter 
Block (BPB) as a standard. BPB has a standard value that fills a volume. 


Followings are the example for the value: 
Byte numbers of one sector, sector numbers that are allocated to a Reserved Region, 


specific value for Filesystem type(FAT 16/32), Media descriptor, etc. 


BPB uses total 79 bytes. Following shows the detailed structure. 
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Byte Offset || Field Length ||Sample Value|| Field Name 
0x0B WORD 0x0002 Byte Per Sector 
0x0D BYTE | 
0x0E WORD 0x2000 Reserved Sectors 
0x10 BYTE 0x02 Number of FATs 
Ox11 WORD 0x0000 Root Entries (FAT12/FAT16 only) 
0x13 WORD 0x0000 Small Sectors (FAT12/FAT16 only) 
0x15 BYTE OxF8 Media Descriptor 
0x16 WORD 0x0000 Sectors Per FAT (FAT12/FAT16 only) 
0x18 WORD 0x3F00 Sectors Per Track 
Ox1A WORD OxFF00 Number of Heads 
0x1C DWORD 0x00000000]| Hidded Sectors 
0x20 DWORD 0x00F00300/| Large Sectors 
0x24 DWORD 0xE9030000/| Sectors Per FAT (FAT32 only) 
0x28 WORD 0x0000 Extended Flags (FAT32 only) 
Ox2A WORD 0x0000 Filesystem Version (FAT32 only) 
0x2C DWORD 0x02000000]| Root Cluster Number (FAT32 only) 
0x30 WORD 0x0100 FSInfo Sector Number (FAT32 only) 
0x32 WORD 0x0600 Backup Boot Sector (FAT32 only) 
0x36 12 bytes All zero || Reserved (FAT32 only) 
0x40 BYTE 0x00 Physical Drive Number 
0x41 BYTE 0x01 Reserved 
0x42 BYTE 0x29 Extended Boot Signature 
0x43 DWORD 0xE17B9822/| Volume Serial Number 
0x47 11 bytes “NO NAME” || Volume Label 


Figure 5-19. BPB Structure 


BPB information is used for acquiring the specific values to create/delete/change files or 


directories. For example, to crate one directory, following information is needed; 


the information about FAT Region and Root directory 
the information for the first Data Sector. 


To organize this information, each field of BPB is used. 
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O FAT Region 


The number of sectors that can be allocated to the FAT starting sector and one FAT is 
obtained through BPB. Generally, FAT is used with a mirror. Each entry of FAT 
corresponds to the available cluster numbers as 1:1. If a FAT type is FAT16, the entry 
uses 16-bit unit. Also, if a FAT type is FAT32, the entry uses 32-bit unit. 


Each entry contains specific values, which can be classified as follows: 
Reserved Entry Value 

Media Descriptor: 

-. FAT16: OxFFF8 

-. FAT32: OxOPFFFFFF8 

EOC Mark: 

-. FAT16: OxFFFF 

-. FAT32: OxOFFFFFFF 

Special Entry Value 

Bad Cluster 

-. FAT16: OxFFF7 

-. FAT32: OxOFFFFFF7 

Free Cluster 

-. FAT16: 0x0000 

-. FAT32: 0x00000000 

Normal Entry Value 

: Generally, each entry has an EOC value that notifies the last of a cluster chain. Or, it has 
a cluster number of the next chain. 


O Root Directory Region 


Root Directory Region only exists in FAT16. At FAT32, a Root Directory is also used 
after allocated with a cluster number. Root Directory Region exists before the starting 
point of the first data sector. 


It can access from the starting sector number to the last sector number. The last sector 
number is calculated by the number of directory entries that Root Directory of BPB can 


POSSeSS. 


For more information for directory entries, refer to the next contents. 


O File and Directory Data Region 


Generally, a file has a data with a byte unit. However, directory has a data with a 32 bytes 
unit, a directory entry, to indicate lower directories and files. 

The size of every file and directory can be changed. In other words, the number of clusters 
can be increased or decreased. At this point, FAT Region cluster chain is formed. 


For example, this is a file named “File.txt.” Following shows how to form a cluster chain 
in a FAT Region. 
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00 01 02 03 04 05 06 07 O08 O9 OA OB OC OD OE OF 
oooooocoocdogh : F8 FF FF FF FF FF FF FF FF FF FF OF 04 00 00 00 
00000010h : FF FF FF OF 06 00 00 00 07 00 00 00 08 00 00 00 
00000020h : 09 00 00 00 OA OO 00 00 FF FF FF OF 00 00 00 00 


000001F0h : 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 


Figure 5-20. Cluster chain on FAT 


This picture shows the first sector of a real FAT Region. The red part is a cluster chain that 
is allocated to a “File.txt” to explain an example. 


Next picture explains the procedure of finding out a cluster chain. 


File.txt 
0x00000005 


Media Descriptor EOC Mark OxOFFFFFFF 0x00000004 


0xOFFFFFFF 0x00000006 |—»| 0x00000007 |—»| 0x00000008 
R 0x00000009 |—»| 0x0000000A |—>| Ox0FFFFFFF ~ 


eee 


Figure 5-21. Cluster chain of the File.txt file 


@® “File.txt” starts from the 5" cluster. You can know this through a field that represents a 
first cluster number of a directory entry in “File.txt.” 

@ The FAT entry that corresponds to the 5" cluster in 1:1 at FAT region, is recorded as 
0x00000006. 

@ Find a FAT entry that meets 1:1 to the value from a FAT entry. 

@ If the read FAT entry value is EOC value, it ends. If not, the @ is repeated. 


This procedure is applied to both a file and directory. 


Directory entry includes the information for files or directories that belong to the current 
directory. The type of directory entry is classified as a short directory entry and long 
directory entry. According to the length of a file name, a short name has a short directory 
entry and a long name has a combination of a short directory entry and long directory entry. 
Following picture displays the structure of a short directory entry and long directory entry. 
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Byte Offset || Field Length || Field Name 


| | 

[0x00 [ 8 bytes || Filename 

| 0x08 | 3 bytes || Filename extension 

[ ox0B |[ BYTE __|| Attribute byte (Bit coded) 

[oxoc || BYTE _|| Reserved for use by Windows NT 

[ _0x0D [BYTE _]| Millisecond stamp at file creation time 


0x0E WORD Time file was created 


[0x10 || DWORD_]| File Size as 32-bit DWORD 


Figure 5-22. Short Directory Entry Structure 


| Byte Offset | [ Field Length | Field Name 
| ox00 || BYTE || Order of directory entry 
[0x01 _|{ 10 bytes |{ Character 1~5 of the long-name | 
[ox0B |[ BYTE __| | Attribute byte (Bit coded) 
[oxoc  ][ BYTE _|[ Type 
0x0D BYTE Checksum of name in short dentry 
0x0E 12 bytes Character 6~11 of the long-name 
Ox1A WORD Low word of the starting cluster number 
0x1C DWORD Character 12~13 of the long-name 


Figure 5-23. Long Directory Entry Structure 


Note 


For more information about handling the long name in a file name and each directory entry, 
refer to the Microsoft Extensible Firmware Initiative FAT32 File System Specification, 
Microsoft Corporation, Version 1.03, December 6, 2000, Long Filename Specification, 
Microsoft Corporation, Version 0.5, December 4, 1992. 
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ll. MMC (or HSMMC) Host Device Driver APIs 


This section describes MMC(or HSMMC) host device driver API adapted for TFS4 
filesystem. The APIs are listed from the next page. The APIs should be provided when you 
writes a MMC(or HSMMC) host device driver. 


This is the sample APIs of MMC(or HSMMC) host device driver. 


t_int32 mmc_init_driver (void) 

t_int32 mmc_is_ready (void) 

t_int32 mmc_read (t_uint8 *pBuf, t_uint32 
uiStartSector, t_uint32 uiNumSectors) 

E-antsZ mmc_write (t_uint8 *pBuf, t_uint32 
uiStartSector, t_uint32 uiNumSectors) 

void mmc_get_stat (t_mmc_info* pBuf) 


TFS4 v1.5.0 Porting Guide 120 


SAMSUNG OWT. ul 


mmc_init_driver 


DESCRIPTION 
This function initializes MMC(or HSMMC). 
SYNTAX 


t_int32 mmc_init_driver (void) 


PARAMETERS 
Parameter Description 
void 
RETURN VALUE 
Return Value Description 
0) Success 
Less than 0 Failure 
REMARKS 


This function initializes and enables normal I/O of MMC(or HSMMC),. It returns a 
negative number on failure. If this function is a success, it makes TRUE when 
mmc_is_ready is called. 


EXCEPTIONS 


EXAMPLE 


mmc_init_driver(); 


SEE ALSO 


mmc_is_ready 
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mmc_is_ ready 


DESCRIPTION 
This function checks whether MMC(or HSMMC) initialization is fail or success. 
SYNTAX 


t_int32 mmc_is_ready (void) 


PARAMETERS 
Parameter Description 
void 
RETURN VALUE 
Return Value Description 
1 MMC is initialized successfully 
0 MMC initialization failed. 
REMARKS 


This function confirms MMC(or HSMMC) initialization. This function can not be used to 
know if MMC(or HSMMC) is inserted or ejected. 


EXCEPTIONS 


EXAMPLE 


mmc_is_ready()j; 


SEE ALSO 


mmc_init_driver 
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mmc_read 


DESCRIPTION 
This function reads a data sector from MMC(or HSMMC) . 
SYNTAX 


t_int32 mmc_read(t_uint8 *pBuf, t_uint32 uiStartSector, t_uint32 
uiNumSectors) 


PARAMETERS 
Parameter Description 
pBuf Buffer pointer to store data into 
uiStartSector Starting sector number for data read operation 
uiNumSectors The number of sectors to read 
RETURN VALUE 
Return Value Description 
0 Success 
Negative Failure 
REMARKS 


This function has to send the requested data from TFS4 File System to the buffer. It 
performs I/O whose transfer unit is a sector (512 bytes), takes the arguments, the starting 
sector number and the number of sector to read, and copies data. Filesystem guarantees 
enough memory size for pBuf by the parameter and does not support alignment of buffer 
pointer. Thus, the alignment should be handled in the mmc_read function, if necessary. 


EXCEPTIONS 


EXAMPLE 


mmc_read(pBuf, 0, 1024); 


SEE ALSO 


mmc_write 
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mmc_write 


DESCRIPTION 


This function writes a sector of data on MMC(or HSMMC). 


SYNTAX 


t_int32 mmc_write(t_uint8 *pBuf, t_uint32 uiStartSector, 
t_uint32 uiNumSectors) 


PARAMETERS 
Parameter Description 
pBuf Starting pointer of buffer storing data to write 
uiStartSector Starting sector to write data 
uiNumSectors The number of sector to write data 
RETURN VALUE 
Return Value Description 
0 Success 
Less than 0 Failure 
REMARKS 


This function has to write the requested data from TFS4 File System on a MMC(or 
HSMMC) sector. It performs I/O whose transfer unit is a sector (512 byte), takes the 
arguments, the starting sector number and the number of sector to write, and writes data on 
MMC. It does not guarantee alignment of buffer pointer. Thus, the alignment should be 
handled in the mmc_write function, if necessary. 


EXCEPTIONS 


EXAMPLE 


mmc_write(pBuf, 0, 1024); 


SEE ALSO 


mmc_read 
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mmc_get_stat 


DESCRIPTION 
This function retrieves the information of MMC(or HSMMC) device. 
SYNTAX 


void mmc_get_stat (t_mmc_info* pBuf) 


PARAMETERS 
Parameter Description 
pBuf Buffer pointer where the information of t_mmc_info 
type is stored. 
RETURN VALUE 
Return Value Description 
void 
REMARKS 


TFS4 filesystem has to send the physical information and other additional information 
to format MMC(or HSMMC). In case that the device driver gets a request from TFS4 file 
system, this function has to read the MMC(or HSMMC) register value, process, and pass it 
over as the defined in t_mmc_info type. 

bSectorPerTrack, bTracks, and wCylinders are geometric values and do not exist in 
MMC(or HSMMC). They are calculated by using _get_geometrics() in the 
mmc_command.c file. Refer to sample MMC host device driver. 


EXCEPTIONS 


EXAMPLE 


mmc_get_stat (pBuf); 


SEE ALSO 
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lil. Data Structures 


Data structure for application programmer is defined in tfs4_types.h. You can refer to 
tfs4_types_internal.h for TFS4 Porting. 


The following is the data types in tfs4_types.h for application programmer. 


Table 23. Data Types of TFS4 


typedef unsigned char t_uint8; 
typedef char t_int8; 
typedef short int t_int16; 
typedef unsigned short int t_uint16; 
typedef int t_int32; 
typedef unsigned int t_uint32; 
typedef t_int16 ssize_t; 
typedef t_uint32 mode_t; 

typedef t_int32 off_t; 


typedef struct 
i 


t_uint8 sDir_Name[11]; 
t_uint8 cDir_Attr; 

t_uint8 cDir_NTRes; 
t_uints8 cDir_CrtTimeTenth; 
t_uint16 Dir_CrtTime; 
t_uint16 Dir_CrtDate; 


Ww 
Ww 
t_uint16 wDir_LstAccDate; 
t_uint16 wDir_FstClusHi; 
t_uint16 wDir_WrtTime; 
t_uintl16 wDir_WrtDate; 
t_uint16 wDir_FstClusLo; 

t_uint32 dwDir_FileSize; 
} t_dir_entry; 


typedef struct 
{ 


t_uint32 st_mode; /* file mode */ 
t_uint32 st_ino; /* file serial number */ 
t_int16 st_dev; /* ID of device containing this file 
*/ 
t_int16 st_dummy; /* dummy entry */ 
t_uint32 st_size; /* the file size in bytes */ 
t_uint32 st_atime; /* time of last access */ 
t_uint32 st_mtime; /* time of last data modification */ 
t_uint32 st_ctime; /* time of last status change */ 

} tostat; 


typedef struct 
{ 
t_int32 f_type; /* type of filesystem */ 
t_int32 f_bsize; /* optimal transfer block size, 
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cluster size*/ 


t_int32 f_bsizebits; /* block size in bits */ 

t_int32 f_blocks; /* total data blocks in file system, 
total cluster count */ 

t_int32 f_bfree; /* free blocks in fs, free cluster 
count */ 

t_int32 f_bavail; /* freeblocks avail tonon-superuser, 
equal to f_bfree */ 

t_int32 f_files; /* total file nodes in file system 
* / 

t_int32 f_ffree; /* free file nodes in fs */ 
t_int32 f_fsid; /* file system id */ 

t_int32 f_maxfilesize; /* maximum file size */ 

t_int1l6 f_namelen; /* maximum length of filenames */ 
t_uints f_dummy [2]; /* dummy for alignment */ 


} t_statfs; 


typedef struct 
{ 

t_int8 d_name[512]; 
} t dirent; 


// directory stream class 
typedef struct 
{ 


t_int32 fd; /* fda for the open directory */ 
t_dirent dent; /* directory entry buffer */ 
t_int16 offset; /* current offset */ 
t_int16 index; /* internal data */ 
t_uints dummy [2]; /* for alignment */ 

} t_DIR; 
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IV. Library Functions 


For information on TFS4 library functions, refer to TFS4 programmer’s guide. 
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V. Header Files 


This section describes the TFS4 header files. The TFS4 header files can be classified as 
follows: 


- Header files for TFS4 porting 
- Header files that an application programmer has to include 


Here we assume that TFS4 is ported to OS completely and an application programmer uses 
a TFS4 in a library; an application programmer may use the TFS4 API using the structure. 
The structure is in the TFS4 header file. 


This is the list of header files for application programmer. They can include it to their 
application. 


-  tfs4_api.h 

- tfs4_config_const.h 
-  tfs4_config.h 

- tfs4_errno.h 

-  tfs4_global.h 

-  tfs4_types.h 
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VI. Error Codes 


Following represents the TFS4 error codes and description. 


Table 24. Error Codes List 


Error Code Error Error Description 
Number 
TFS4_OK -0x00000000 not error 
TFS4_EPROG -0x00000001 programming error 
TFS4_ENOMEDIA -0x00000002 there is no media 
TFS4_EMEDIAFAIL -0x00000003 media is damaged 
TFS4_ENOMEM -0x00000004 no memory 
TFS4_EIO -0x00000005 I/O error 
TFS4_EINVALID -0x00000006 Invalid argument 
TFS4_ENOSUPPORT -0x00000007 Unsupported operation request 
TFS4_EPANIC -0x00000008 panic, un-recoverable error 
TFS4_ENODEV -0x00000009 no such device error 
TFS4_EBUSY -0x0000000A the device is busy 
TFS4_EINVALIDPATH -0x0000000B invalid PATH 
TFS4_EBADF -0x0000000C bad file descriptor 
TFS4_EFAULT -0x0000000D invalid path pointer 
TFS4_EEXIST -0x0000000E file or directory already exists 
TFS4_ENOENT -0x0000000F no such file or directory 
TFS4_EACCESS -0x00000010 invalid access 
TFS4_EBINVAL -0x0000001 1 invalid rename path 
TFS4_ENAMETOOLONG -0x00000012 too long path 
TFS4_EISDIR -0x00000013 invalid operation try for a directory 
TFS4_BISFILE -0x00000014 invalid operation try for a file 
TFS4_EBEJECT -0x00000015 media is ejected 
TFS4_ENOTDIR -0x00000016 not directory 
TFS4_ENFILE -0x00000017 too many files are currently open in 
the system 
TFS4_EROF'S -0x00000018 write access to read only volume 
TFS4_ENOTEMPTY -0x00000019 not empty directory 
TFS4_ EXDEV -0x0000001A volume is different 
TFS4_ENOSPC -0x0000001B no room at the device 
TFS4_ELOGDIR -0x0000001C directory with the same name to the 
log file exists 
> user should delete it and try 
again 
TFS4_ELOG_CREAT -0x0000001D failed to create log file 
TFS4_ELOG_RECOVERY -0x0000001E 
TFS4_ETOOLONG -0x0000001F file/directory name is too long 
TFS4_EFAT -0x00000020 problem in FAT chain 
TFS4_EIO_SOFT -0x00000021 FTL ECC error 
TFS4_EPDEV_INIT -0x00000022 XSR STL_InitQ error 
TFS4_EPDEV_OPEN -0x00000023 XSR STL_Open() error 
TFS4_EINIT_ALREADY -0x00000024 TES4 already initialized 
TFS4_EINIT -0x00000025 TFS4 is not initialized yet. 
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Vil. About TFS4 Integration Test Shell 


TFS4 provides a test shell, so you can perform a TFS4 integration test on your host while 
TFS4 is running on your target. The following picture shows the directory that includes a 


shell source file, tfs4_integration_test.c. 


=) 1F54 
PLATFORM 


(2) TEST 


Figure 5-24. Directory Path of tfs4_integration_test.c 


The directory path of the test shell is “C:\TFS4\TEST\INTEGRATION” The directory 
includes two file: a tfs4_integration_test.c and tfs4_integration_test.h 


To use this shell, you first have to set a shell memory to use. You create a task and make 


ey Integration 
(1) TFs4 


User_Doc 


tf4_mainQ) is called from the task. 


The stack and heap size for the task is as follows. 


Table 25. Stack and Heap size 


Memory The least Memory Usage 
Stack 60 KB 
Heap 4 MB 


As you see, a heap size is a little large, because a high capacity of buffer is allocated and 


tested for write operation. 


This shell has a lot of commands to test the basic features of TFS4. Use a “‘?”’ command to 


see a shell help menu. 


You can configure the shell memory usage and message print setting through UART in the 


tfs4_integration_test.h file. 
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This is the screen that TFS4 is initialized. 


Initializing... 
HHH t it 


HHHHE TFS4 File System Tester 
ititititit 


TFS4 Test (?7:help) # 
Figure 5-25. Test Shell Screen 


To see a help menu, input ““?”, “h’, or “help” on your test shell. 


It is created for TFS4 API test, and you can execute a simple TFS4 API. 
For example, if you try to initialize TFS4, you can enter “tfs4_init” on the shell. For TFS4 
format, you can enter “tfs4_format /dev/nfO fat16 8.”; refer to the help menu for command 


input order. 


Most API can be used as listed in TFS4 programmer’s guide. But, you cannot test a 
tfs4_read or tfs4_write, because the buffer cannot be specified for those operations. 


If you enter “tfs4_read 0 1024”, the test shell reads 1024 bytes of data from file which fd is 
0, and prints it. 


The following table lists the commands in the test shell. 


Table 26. Test Shell Command 


Command Description 
quit, q, exit Finish the test 
?, help, h Print Help 
tfs4_init Initialize TFS4 File System 
tfs4_termiante Terminate TFS4 File System 
tfs4_pdev_reg Register a physical device 
tfs4_pdev_unreg Un-register a physical device 
tfs4_mount Mount Volume 


Usage) tfs4_mount {Logical Device Name} {Target} 
{Filesystem} {flag} 


tfs4_umount Un-Mount Volume 
Usage) tfs4_umount { VolumeName} 
tfs4_umount2 Un-mount volume with flag 


Usage) tfs4_umount2 {VolumeName} {flag} 
tfs4_vm_mount_mmc | Mount MMC 

Usage) tfs4_vm_mount_mmc 

tfs4_statfs get volume status 
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Usage) tfs4_statfs {VolumeName } 
tfs4_format format file system 

Usage) tfs4_format {Device} {FilesystemType} {ClusterSize} 

ex) format /dev/nf0 FAT16 4", 
tfs4_fdisk fdisk utility 

Usage) fdisk {device} 

Ex) fdisk /dev/nf 
tfs4_ioctl Run tfs4_ioctl 

ex) tfs4_ioctl /dev/mmc enuIOCTL_MMC_GET_INFO 
tfs4_opendir open a directory 

Usage) tfs4_opendir {path} 
tfs4_closedir close a directory 

Usage) tfs4_opendir {path} 
tfs4_mkdir make a directory 

Usage) tfs4_mkdir {path} {mode} 
tfs4_rmdir remove a directory 

Usage) tfs4_rmdir {path} 
tfs4_readdir read directory entry 

Usage) tfs4_readdir {path} 
tfs4_rewinddir rewind directory entry 

Usage) tfs4_rewinddir {path} 
print_open_dir print open directory list 
tfs4_open open a file 

Usage) tfs4_open {path} {flag} 
tfs4_close close a file 

Usage) tfs4_close {fd} 
tfs4_read read file 

Usage) tfs4_read {fd} {byte} 
tfs4_write write to file 

Usage) tfs4_write {fd} {byte} 
tfs4_create create a file 

Usage) tfs4_create {path} {mode} 
tfs4_rename change file name 

Usage) tfs4_rename {oldpath} {newpath} 
tfs4_truncate truncate a file 

Usage) tfs4_truncate {path} {size} 
tfs4_ftruncate: truncate a file using FD 

Usage) tfs4_ftruncate {fd} {size} 
tfs4_stat get file stat 

Usage) tfs4_stat {path} 
tfs4_fstat get file stat using FD 

Usage) tfs4_fstat {fd} 
tfs4_unlink unlink file 

Usage) tfs4_unlink {path} 
tfs4_feof end of file check 

Usage) tfs4_feof {fd} 
tfs4_ftell get file pointer 

Usage) tfs4_ftell {fd}" 
tfs4_Iseek set file pointer 

Usage) tfs4_Iseek {fd} {offset} {whence} 
tfs4_fsynk sync file 

Usage) tfs4_fsync {fd} 
tfs4_sync sync device 
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Usage) tfs4_sync {device name} 


tfs4_access 


file access check 
Usage) tfs4_access {path} {mode} 


print_open_file 


print open file name & FD, alias 'pof' 
Usage) pof 


close_file close a file, alias 'closefile' 
Usage) closefile {path} 

read_file read file, alias 'readfile’ 
Usage) readfile {path} {byte} 

write_file write file, alias 'writefile’ 


Usage) writefiled {path} {byte} 


tfs4_backup 


Make a copy of file system metadata. 
Usage) backup {volume} {rescue file path} {options} {buffer 
size } 


tfs4_restore 


Restore a file system to the old state when the rescue file had 
been created. 
Usage) restore {device name} {rescue file path} {options} 
{buffer size} 


rs read sector 
Usage) rs {device_name} {sec_no} 
device_name : /dev/nf, /def/mmc 
stl_format format stl 
bml_format format BML 
casetest case test 
usage) case {type} {caseNum } 
stress random stress test 
usage) stress {count} 
dir print dir and files 
usage) dir {path} 
deltree erase directory tree 


usage) deltree {path} 


set_test_vol 


set test volume 
usage) set_test_vol {volume_name} 
ex) set_test_vol /e/ 


set_rand_seed 


set random seed 
usage) set_rand_seed {value} 


perf 


performance test (Sequential test) 

usage) perf {mode} {test_count} 

mode) tfs4_read, tfs4_write, tfs4_readwrite 
mode) xsr_read, xsr_write, xsr_readwrite, all 


tfs4_timer_expire() should be called once a 0.01 sec. by using 
the timer interrupt for performing it exactly. 


VIII. 


Code Pages 


Code Page & UNICODE 
949 : KOREAN 
437 :US 
850 : Multilingual Latin I 
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1258 
1250 
1251 
1251 
1252 
1253 
1254 
1255 
1256 
1257 
1258 
28591 
28592 
28593 
28594 
28595 
28596 
28597 
28598 
28599 
28605 


: Multilingual Latin II 

: Cyrillic 

: Turkish 

: Multilingual Latin I + Euro 
: Hebrew 

: Russian 

: Thai 

: Japanese Shift-JIS 

: Simplified Chinese GBK 
: Korean 

: Traditional Chinese Big5 
: Vietnam <== does not support now. 
: Central Europe 

: Central Europe 

: Cyrillic 

: Latin I 

: Greek 

: Turkish 

: Hebrew 

: Arabic 

: Baltic 

: Vietnam 

: IS08859_1 Latin 1 

: IS08859_2 Latin 2 

: 1S08859_3 Latin 3 

: ISO8859_4 Baltic 

: IS08859_5 Cyrillic 

: IS08859_6 Arabic 

: ISO8859_7 Greek 

: ISO8859_8 Hebrew 

: IS08859_9 Turkish 

: ISO08859_15 Latin 9 


reference page : 


http://www.microsoft.com/globaldev/reference/cphome.mspx 


YOU CAN NOT USE CODEPAGE 0 and 1, which are undefined code page number. 


CodePage | CodePage 
Afrikaans Afrikaans 1252 850 
Albanian Albanian 1250 852 
Arabic Arabic (Algeria) 1256 720 
Arabic Arabic (Bahrain) 1256 720 
Arabic Arabic (Egypt) 1256 720 
Arabic Arabic (Iraq) 1256 720 
Arabic Arabic (Jordan) 1256 720 
Arabic Arabic (Kuwait) 1256 720 
Arabic Arabic (Lebanon) 1256 720 
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Arabic Arabic (Libya) 1256 720 
Arabic Arabic (Morocco) 1256 720 
Arabic Arabic (Oman) 1256 720 
Arabic Arabic (Qatar) 1256 720 
Arabic Arabic (Saudi Arabia) 1256 720 
Arabic Arabic (Syria) 1256 720 
Arabic Arabic (Tunisia) 1256 720 
Arabic Arabic (U.A.E.) 1256 720 
Arabic Arabic (Yemen) 1256 720 
Armenian Armenian 0 1 
Azeri (Cyrillic) Azeri (Cyrillic) 1251 866 
Azeri (Latin) Azeri (Latin) 1254 857 
Basque Basque 1252 850 
Belarusian Belarusian 1251 866 
Bulgarian Bulgarian 1251 866 
Catalan Catalan 1252 850 
Chinese Chinese (Hong Kong S.A.R.) 950 950 
Chinese Chinese (Macau S.A.R.) 950 950 
Chinese Chinese (PRC) 936 936 
Chinese Chinese (Singapore) 936 936 
Chinese Chinese (Taiwan) 950 950 
Croatian Croatian 1250 852 
Czech Czech 1250 852 
Danish Danish 1252 850 
Divehi Divehi 0 1 
Dutch Dutch (Belgium) 1252 850 
Dutch Dutch (Netherlands) 1252 850 
English English (Australia) 1252 850 
English English (Belize) 1252 850 
English English (Canada) 1252 850 
English English (Caribbean) 1252 850 
English English (Ireland) 1252 850 
English English (Jamaica) 1252 850 
English English (New Zealand) 1252 850 
English English (Philippines) 1252 437 
English English (South Africa) 1252 437 
English English (Trinidad) 1252 850 
English English (United Kingdom) 1252 850 
English English (United States) 1252 437 
English English (Zimbabwe) 1252 437 
Estonian Estonian 1257 7715 
Faroese Faroese 1252 850 
Farsi Farsi 1256 720 
Finnish Finnish 1252 850 
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French French (Belgium) 1252 850 
French French (Canada) 1252 850 
French French (France) 1252 850 
French French (Luxembourg) 1252 850 
French French (Monaco) 1252 850 
French French (Switzerland) 1252 850 
FYRO Macedonian FYRO Macedonian 1251 866 
Galician Galician 1252 850 
Georgian Georgian 0 
German German (Austria) 1252 850 
German German (Germany) 1252 850 
German German (Liechtenstein) 1252 850 
German German (Luxembourg) 1252 850 
German German (Switzerland) 1252 850 
Greek Greek 1253 737 
Gujarati Gujarati 0 
Hebrew Hebrew 1255 862 
Hindi Hindi 0 
Hungarian Hungarian 1250 852 
Icelandic Icelandic 1252 850 
Indonesian Indonesian 1252 850 
Italian Italian (Italy) 1252 850 
Italian Italian (Switzerland) 1252 850 
Japanese Japanese 932 932 
Kannada Kannada 0 
Kazakh Kazakh 1251 866 
Konkani Konkani 0 
Korean Korean 949 949 
Kyrgyz Kyrgyz (Cyrillic) 1251 866 
Latvian Latvian 1257 7715 
Lithuanian Lithuanian 1257 7715 
Malay Malay (Brunei Darussalam) 1252 850 
Malay Malay (Malaysia) 1252 850 
Marathi Marathi 0 
Mongolian Mongolian (Cyrillic) 1251 866 
Norwegian (Bokmal) Norwegian (Bokmal) 1252 850 
Norwegian (Nynorsk) Norwegian (Nynorsk) 1252 850 
Polish Polish 1250 852 
Portuguese Portuguese (Brazil) 1252 850 
Portuguese Portuguese (Portugal) 1252 850 
Punjabi Punjabi 0 
Romanian Romanian 1250 852 
Russian Russian 1251 866 
Sanskrit Sanskrit 0 


TFS4 v1.5.0 Porting Guide 


137 


SAMsutg at) 


Serbian (Cyrillic) Serbian (Cyrillic) 1251 855 
Serbian (Latin) Serbian (Latin) 1250 852 
Slovak Slovak 1250 852 
Slovenian Slovenian 1250 852 
Spanish Spanish (Argentina) 1252 850 
Spanish Spanish (Bolivia) 1252 850 
Spanish Spanish (Chile) 1252 850 
Spanish Spanish (Colombia) 1252 850 
Spanish Spanish (Costa Rica) 1252 850 
Spanish Spanish (Dominican Republic) 1252 850 
Spanish Spanish (Ecuador) 1252 850 
Spanish Spanish (El Salvador) 1252 850 
Spanish Spanish (Guatemala) 1252 850 
Spanish Spanish (Honduras) 1252 850 
Spanish Spanish (International Sort) 1252 850 
Spanish Spanish (Mexico) 1252 850 
Spanish Spanish (Nicaragua) 1252 850 
Spanish Spanish (Panama) 1252 850 
Spanish Spanish (Paraguay) 1252 850 
Spanish Spanish (Peru) 1252 850 
Spanish Spanish (Puerto Rico) 1252 850 
Spanish Spanish (Traditional Sort) 1252 850 
Spanish Spanish (Uruguay) 1252 850 
Spanish Spanish (Venezuela) 1252 850 
Swahili Swahili 1252 437 
Swedish Swedish 1252 850 
Swedish Swedish (Finland) 1252 850 
Syriac Syriac 0 
Tamil Tamil 0 
Tatar Tatar 1251 866 
Telugu Telugu 0 
Thai Thai 874 874 
Turkish Turkish 1254 857 
Ukrainian Ukrainian 1251 866 
Urdu Urdu 1256 720 
Uzbek (Cyrillic) Uzbek (Cyrillic) 1251 866 
Uzbek (Latin) Uzbek (Latin) 1254 857 
Vietnamese Vietnamese 1258 1258 
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